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A new unknown motive power energy for an engine by a use technology of "Special synthetic magnetic field" 
Preface 

A skeleton of a use technology of a "Special synthetic magnetic field" is explained below. 

Theoretical formula of the electromagnetic induction of a "Faraday" is applied like induction motor and a generator about 
"a special synthetic magnetic field". 

E = -dO/dt- (1) 

But "0" expresses magnetic flux density, 
"dt" expresses time. 

"d<t>/dt" expresses rate of change of the magnetic flux. 

"E" shows the electronic energy by magnetism induced to an atom of matter by 
alternating current electromagnet. 

By the way, I think about the influence that a material receives when a material is 
moved in magnetic field and cuts magnetic flux. 

(b) Furthermore, when "dt" is approached to a zero by the move of the material, 
"E" that is induced to the material must become infinite. 

Therefore, I think about what kind of influence a material comes under in the case 
of the above. 

Therefore, I cannot but think about what kind of influence a material comes under 
in the case of the above. 

In a formula (1 ), a "Special synthetic magnetic field" is the magnetic field that 
"dt" is approached to a zero limitlessly. 

(e) A "Special synthetic magnetic field" can be constituted by a permanent magnet 
and a electromagnet. 

(f) A characteristic variation so different as not to be able to think in the 
conventional science or technology in a material occurs slightly and surely 
by cutting a "Special synthetic magnetic field" mentioned above. 

What is the use technology of a "Special synthetic magnetic field"? 

By the way, when a material moves on the alternating magnetic field consisting 
of the combination of a "Special synthetic magnetic field", cycle of the "Special 
synthetic magnetic field" is cut continually so that can agree with cycle of 
molecular motion of a material. 

Therefore, it becomes possible to produce big utility dramatic characteristic 
variation with the different dimension to a material for the first time. 

The material mentioned above is the all materials that have molecular structure 
except the magnetic substance and is fuel oil and an aqueous solution and gas. 

It is used with a use technology of a "Special synthetic magnetic field" mentioned 
above for fuel oil of a heat engine and for using an aqueous solution and gas to 
various kinds of purposes. 



About development of "Speed control system of the fluid" 

(a) A technology of a "Speed control system in the fluid" is the ideal technology that can keep the most effective 
passage speed in all current velocity of fuel oil from a start to high speed automatically to heighten the decrease rate of 
the fuel consumption of a heat engine. 

(b) The decrease rate of the fuel consumption that was attained to 1 0% already by fuel oil of a heat engine in many tests 
in "Reference literature 1 " , was produced by the use technology of a "Special synthesis magnetic field" for the first time 
in the world. 

(c) Furthermore, according to fuel oil by a "Speed control system of the fluid" in the new development it is clear that big 
decrease rate of the fuel consumption is provided 

so dramatically as not to be able to be thought at the decrease rate of the fuel consumption that was achieved already in 
"Reference literature 1 " mentioned above. 

(d) It is convinced that a fuel revolution in a heat engine begins by a "Speed control system of the fluid" concretely. 
Please refer to the following item (A-31 -2) about the "Speed control system of the fluid" mentioned above. 
About the actual results of the use technology of "Special synthetic magnetic field", 

(a) As for the technology of "Special synthetic magnetic field", 1 5 years or more already passed after I was developed in 
1999. 

(b) During this time, many tests more than 2,000 including tests that were carried out already in "Reference literature 1 " 
have been carried out for a heat engine by gasoline and light oil and an LP gas and heavy oil A. 

(c) As for the results of many tests in the heat engine, any characteristic degradation of "Special synthetic magnetic 
field" has not been generated at all. 

(d) On the contrary, the torque of an engine is rather growth and oscillation and noise of the engine are decreasing as 
they are. 

(e) Furthermore, because the engine oil less deteriorates, though the exchange of engine oil is necessary hardly, the 
engine is keeping a condition of the new vehicle, and a life span of the engine is growing longer greatly. 

The table of contents 

(A) About the examination consequence of the test that was already carried out by a 
use technology of "Special synthetic magnetic field" in "Reference literature 1 ", 

(A-1 ) About organization of the drawing, 

(A-2) About explanation of the drawing, 

(A-3) About explanation of alternating magnetic field, (Fig. 1 ) 

(A-4) About configuration and action of a "E-oiler" by the permanent magnet, (Fig. 2) 
(A-4-1 ) About magnetic fluxes of a "E-oiler", 

(A-4-2) About characteristic of the permanent magnet constituting a "E-oiler" 
used in a running test of "Reference literature 1 ", 

(A-5) About configuration and action of a "Trans- master" with the alternating 
current electromagnet, (Fig. 3) 



(A-6) About the theory of electromagnetic induction of "Faraday" that the theory 
applied to fuel oil and water and air by the use technology of a "Special 
synthetic magnetic field", 

(A-7) About the use technology of a "Special synthetic magnetic field" being able to 
generate the dramatic characteristic variation with different dimension in 
physical phenomenon in fuel oil and water and air, 

(A-7-1 )About the first condition to produce a characteristic variation, 
(A-7-2)About the second condition to produce a characteristic variation, 
(A-7-3) About an opinion about quantum theory in the second condition to 
produce a characteristic variation, 
(A-7-4)About a "Resonance phenomena" in the third condition to produce a 
characteristic variation, 

(A-8) About characteristic variations in fuel oil and water and air by the use 
technology of a "Special synthetic magnetic field" by a "E-oiler" and a 
"Trans-master", 

(A-9) About definition of the decrease effect in fuel consumption, 

(A-9-1 ) About significance of the effect by characteristic variation of fuel 
oil itself by the use technology of a "Special synthetic magnetic field", 

(A-1 0) About a test that was carried out already with "Reference literature 1 ", 

(A-1 0-1 ) About a strict running test with a "Carbon balancing method" of 
Gasoline engine car with a "Eco-oiler" by "Japanese motor vehicle 
transport technical society Foundation", 

(A-1 0-2) About a strict running test of diesel engine car by chassis dynamometer 

with a "E-oiler" by "Tokushima industry junior college", 
(A-1 0-3) About a strict running test on a road by diesel engine car with a 

"E-oiler" by "Company of Waseda environmental laboratory", 
(A-1 0-4) About a navigation test of main diesel engine of "The third Sumiwaka- 

maru" (2,700HP) by a "Trans-master", 
(A-1 0-5) About a running test on a road of LP gas engine car by a "E-oiler" 

appliance by Minato taxi Co., LTD., 
(A-1 0-6) About result of combustion test of burner in a boiler with heavy 

oil "A" for the laver drying machine that "Akashi-shi, Hayashisaki, 

fisheries co-operative association" owns, 

(A-1 1 ) Below is a technology and effect about the heat engine that was proved 
plainly by test data of item (A-1 0-1 ) ~ item (A-1 0-6) in "Reference literature 
1". 

(A-1 1 -1 ) About condition of the test that was carried out in a running test of 

"Reference literature 1 ", 
(A-1 1 -2) About the reason which was able to get the best consequence in a test of 

"Reference literature 1 " approximately, 

(A-1 2) About breadth of the most effective passage speed in the test of "Reference 
literature 1 , 

(A-1 2-1 ) In the case of a "E-oiler", 

(A-1 2-2) In the case of a "Trans-master", 

(A-1 3) About the reason of occurrence of the abnormal state of the engine that 
occurred already in a test in "Reference literature 1 ", 



(A-1 3-1 ) According to fuel oil by the use technology of a "Special synthetic 
magnetic field" because the new unknown explosive vaporous expansion 
pressure by the magnetism occurs prior to explosive thermal expansion 
pressure in conventional combustion in a cylinder, the conventional 
ignition timing and injection timing virtually become earlier. 

(A-1 3-2) On the other hand, noise and abnormal sound of an engine do not occur 
because only rotation inertia force of crank journal is lost when the 
new unknown explosive vaporous expansion pressure by the magnetism 
occurs in a "Upper dead point" of a piston. 

(A-1 4) About solvable method of the abnormal state of an engine that occurred in a 
test of "Reference literature 1 ", 

(A-1 4-1 ) It is solved completely by letting the ignition and injection timing of an 
engine delay basically. 

(A-1 4-2) A "E-oiler" is exchanged to a low "E-oiler" of the performance to 
decrease the new unknown explosive vaporous expansion pressure by 
the magnetism. 

(A-1 5) The electronic energy by the magnetism that was induced to fuel oil by 
electromagnetic induction is released in a cylinder of a heat engine by a use 
technology of a "Special synthetic magnetic field". 

(A-1 6) A decrease rate of the fuel consumption of an engine was accomplished so big 
as not to be able to be thought in conventional engine technology. 

(A-1 7) About the reason that it is thought that the new unknown explosive vaporous 
expansion pressure by the magnetism occurred, 

(A-1 7-1 ) (1 ) The new unknown explosive vaporous expansion pressure by 
the magnetism occurs without generating heat. 

(A-1 7-2) About the test data that the new unknown explosive vaporous 
expansion pressure by the magnetism occurred already without 
generating heat, 

(A-1 7-3) (2) The new unknown explosive vaporous expansion pressure by the 
magnetism occurred prior to explosive thermal expansion pressure 
by the conventional combustion. 
(A-1 7-4) (3) About very big extension of a life span of engine oil with fuel oil 
by the use technology of a "Special magnetic field", 
(A-1 7-5) (4) About the vaporization that occurs ahead of combustion by the 

combustion characteristic that fuel oil has naturally, 
(A-1 7-6) It was proved that the new unknown explosive vaporous expansion 
pressure by the magnetism occurred already in combustion in a cylinder 
of a heat engine. 

(A-1 8) About the cause that the new unknown explosive vaporous expansion 
pressure by the magnetism is generated, 

(A-1 9) About a shortening of the conventional combustion time in a cylinder of a 
heat engine with the fuel oil by the use technology of a "Special synthetic 
magnetic field", 

(A-20) About a problem in combustion technology in a cylinder of the conventional 
heat engine, 

(A-20-1 ) About combustion of fuel oil by the use technology of "Special synthetic 
magnetic field" in an engine of a conventional heat engine. 



(A-21 ) About a "Torque transfer efficiency" by the explosive expansion pressure to 
a piston in a cylinder of a heat engine, 

(A-22) About the reason that occurrence of harmful exhaust-gas largely decreased 
by test of "Reference literature 1 ", 

(A-23) About the effect on micro-particulate matter particularly, 

(A-24) About a profitable effect about the big decrease in occurrence of the harmful 
exhaust-gas exhausted by a heat engine, 

(A-25) About the huge energy that can be saved by only a "E-oiler" and a 

"Trans-master" without the conventional "Urea SCR system" and "Catalyst" 
and "Filter", 

(A-26) About cleaning action of exhaust-gas of fuel oil by the use technology of 
a "Special synthetic magnetic field", 

(A-27) About an release of the electronic energy by the magnetism that was induced 
to atoms of fuel oil and water and air by electromagnetic induction by a use 
technology of a "Special synthetic magnetic field", 

(A-27-1 ) About fuel oil of a heat engine in "Reference literature 1 ", 
(A-27-2) About fuel oil in a burner of a boiler in "Reference literature 1 ", 

(A-28) About presumption of the magnitude of the new unknown explosive vaporous 

pressure by the magnetism that the occurrence of a phenomenon has been 
proved already in a test in "Reference literature 1 ". 

(A-29) About a bad effect by dramatic viscosity decrease in fuel oil by a use 
technology of a "Special synthetic magnetic field", 

(A-30) About the results in a heat engine by fuel oil by the use technology of a 
"Special synthetic magnetic field", 

(A-31 ) About a "Speed control system of the fluid", 

(A-3 1 -1 ) About a ability of the conventional "Parallel current sharing appliance" 

used to large vehicle with "Reference literature 1 ", 
(A-31 -2) About ability of a "Speed control system of the fluid", 

(A-32) About a characteristic variation of oxygen molecules of water and air in 
"Reference literature 1 ", 

(A-33) About a variation of oxidation oxidation-reduction potential of water by a 
"Trans-master" in "Reference literature 1 ", 

(A-34) About a sterilization test with water by a "Trans-master" for normal bacteria 
in "Reference literature 1 ", 

(A-35) About characteristic variation of the concrete with the water by 
"Trans-master" in "Reference literature 1 ", 

(A-36) Many know how exists about the example that was executed mentioned above 
in "Reference literature 1 ". 



As is stated above, It is the main technology and effect in "Reference literature 1 " that 



was able to be gotten with fuel oil in a heat engine and with water and air in the fluid 
appliance. 

(B) In "Improvement of the first step", because a important improvement point is added to the test of "Reference 
literature 1 " that was already carried out in the (A), the effect of the use technology of "Special synthetic magnetic field" 
is more heightened. 

The important improvement point mentioned above is to use the fuel oil of the conventional engine that was already used 
in "Reference literature 1 " in the condition of the most effective passage speed. 

By the way, the conventional engine used in "Reference literature 1 " is as possible 
used from "Improvement of the first step" (B) to "Ultimate engine development" 
(E) as it is. 

Process 

As for the test of "Reference literature 1 " that was already carried out in (A) as above, the flow velocities of fuel oil and 
water and air were carried out by the test that were considered to be the most effective passage speed to cut a "Special 
synthetic magnetic field". 

Means 

The most effective passage speed that the biggest characteristic variation is obtained about fuel oil and water and air is 
decided technically scientifically. 

Purpose 

The method for perfect solution of the abnormal state that already was generated to an engine of automobile in item (A- 
1 3) and item (A-1 4) mentioned above in a running test by fuel oil by the use technology of a "Special synthetic magnetic 
field" is made clear below. 

When the most effective passage speed is used to a heat engine and fluid appliance, the technology and the consequence 
expected are explained with "Improvement of the first step" (B) below. 

(B-1 ) The most effective passage speed of fuel oil without influences of a size and a 
type and others in the heat engine is established technically. 

(B-2) About decision means of the most rational speed of the fuel oil being flowing 
in the inside of fuel hose when automobile is running with every speeds. 

(B-2-1 ) For maximizing the decrease rate of the fuel consumption of the 
automobile running on a road, 

(B-2-2) About decision of the speed of the fuel oil flowing inside of fuel hose of an 
automobile, 

(B-3) About epoch-making effect of a "Speed control system of the fluid", 

(B-3-1 ) About condition for a use of a "Speed control system of the fluid", 
(B-4) About decision method of specific fuel consumption by conventional fuel oil, 

(B-4-1 ) About the average value of a speed of fuel oil, 

(B-5) About the technology to decide the most effective passage speed of fuel oil, 

(B-5-1 ) About matters for investigation when the most effective passage speed of 
the fuel oil is decided by a "E-oiler", 



(B-6) About a technology to decide the most effective passage speed of the water 
using a "Trans-master", 

(B-6-1 ) About matters for investigation when the most effective passage speed of 
the water is decided by a "Trans-master", 

(B-7) About a technology to decide the most effective passage speed of the air using a 
"E-oiler", 

(B-8) About effect by a "Speed control system of the fluid, 

(B-8-1 ) The decrease rate of the fuel consumption is heightened more in 
comparison with a test of "Reference literature 1 ". 

(B-8-2) The generation quantity of the harmful exhaust-gas decreases more in 
comparison with a test of "Reference literature 1 ". 

(B-8-3) States of characteristic variation of oxygen molecule of water and air 
are increased more in comparison with a test of "Reference literature 1 ". 

(B-9) Bad effect by a "Speed control system of the fluid", 

(B-9-1 ) About solution to the abnormal state in an engine caused by ignition 
timing and injection timing, 

(B-1 0) Please refer to details of a "Speed control system of the fluid". 

(C) In "Improvement of the second stage", the noise caused by the abnormal state that was generated to an engine in 
the test of "Reference literature 1 " that was already carried out in the (A) can remove easily. 

Process 

It can be thought naturally that the abnormal state caused by the noise of the engine which was generated in a running 
test of "Reference literature 1 " does not decrease, becomes more intense than state in the (B) "Improvement of the 
first step". 

Means 

Injection timing of an engine is adjusted and is delayed to solve abnormal state of the engine mentioned above. 

When Injection timing of an engine is adjusted and is delayed, the technology and the consequence expected are explained 
with "Improvement of the second step" (C) below. 

(C-1 ) About reason and effect to delay ignition and injection timing of conventional 
heat engine, 

(C-2) About explanation of fig. 4 ~ fig. 6, 

(C-3) About improvement of a "Torque transfer efficiency", 

(C-4) About a decrease rate of the fuel consumption by improvement of a "Torque 
transfer efficiency", 

(C-5) About effect to occur by delaying ignition timing and injection timing in the 
conventional heat engine, 



(C-6) The higher decrease rate of the fuel consumption that was actualized in item 
(B-8-1 ) mentioned above is unchangeable as it is. 



(C-7) Quantity of occurrence of harmful exhaust-gas is equal quantity in item 
(B-8-2) mentioned above and is unchangeable as it is. 

(C-8) The state of a characteristic variation of oxygen molecules of water and air 
is equal state in item (B-8-3) and is unchangeable as it is. 

(C-9) The abnormal state by fuel injection timing in an engine that was generated to 
item (A-1 3) mentioned above is solved completely. 

(D) In the (A) on a test of "Reference literature 1 " that was already carried out, 

the fuel consumption of the heat engine by using not only the fuel oil but also the air at the same time with the use 
technique of "Special synthetic magnetic field" can be decreased so dramatically as not to be able to think. 

Means 

An entrance of the air to be accommodated into a cylinder is remodeled so that the air by the use technology of a "Special 
synthetic magnetic field" can be introduced to a cylinder. 

A decrease rate of the fuel consumption of an engine can be heightened to maximum level. 

When the fuel oil and air mentioned above are used at the same time, the technology and the consequence expected are 
explained with "Improvement of the third step" (D) below. 

(D-1 ) About the biggest effect that used fuel oil and air by the use technology of 
a "Special synthetic magnetic field," 

(D-2) Effect on a decrease rate of the fuel consumption, 

(D-2-1 ) About the ultimate effect that used fuel oil and air by the use technology 
of a "Special synthetic magnetic field" at the same time, 

(D-3) According to fuel oil and air in heat engine by a use technology of a "Special 
synthetic magnetic field", combustion velocity of the mixed gas consisting 
of fuel oil and air becomes ultimate quick speed. 

(D-4) About a ultimate decrease effect of exhaust-gas by the heat engine which used 

fuel oil and the air by the use technology of a "Special synthetic magnetic 
field", 

(D-4-1 ) Because the combustion temperature in the cylinder is the lowest 
temperature by the use technology of a "Special magnetic field" 
occurring quantity of the oxides of nitrogen (NOX) becomes minimum. 

(D-4-2) The micro-particulate matter (PM2.5) exhausted from an engine by a 
use technology of a "Special synthetic magnetic field" decreases most big. 

(D-5) The combustion temperature in a cylinder of an engine decreases most greatly. 

(D-5-1 ) About the cooling system to change a water cooling system to a 
air-cooling system in a heat engine, 

(D-6) Many know how exist for heat engine and fluid appliance. 

(E) About "Ultimate engine development", The explosive vaporous expansion pressure by the magnetism that was 



generated in the test of "Reference literature 1 " that was already carried out in the (A) is used as motive power of a heat 
engine of the greatest explosive vaporous expansion pressure by the magnetism caused by "Speed control system of the 
fluid". 

The ultimate engine that does not produce carbon dioxide (C02) at all without burning every fuel may be developed. 

(E-1 ) About a necessary condition of development of an ultimate engine, 

(E-1 -1 ) As the first requirement of the development of an ultimate engine, the 
technology and consequence that were confirmed in a running test in 
"Reference literature 1 " must be made to a premise condition. 

(E-1 -2) As the second requirement of the development of an ultimate engine, the 
existing diesel engine that was used in a running test in "Reference 
literature 1 " is used basically except the moiety remodeled. 

(E-1 -3) As the third requirement of the development of an ultimate engine, the 
new unknown explosive vaporous expansion pressure by the magnetism 
is pressure of the same extent in comparison with explosive thermal 
expansion pressure by the conventional combustion. 

(E-1 -4) Please refer to running test in "Reference literature 1 " about below. 

(E-2) The technology and the consequence that has been confirmed with "Reference 
literature 1 " must be Indispensable prerequisite for development of ultimate 
engine. 

(E-3) In an inhalation process of air of an engine, the introduction of air to a cylinder 
always is interrupted . 

(E-4) The diesel engine that was used in "Reference literature 1 " is remodeled into 
two cycle diesel engine in particular. 

(E-5) Furthermore, the injection nozzle is remodeled into the nozzle that a large 
quantity of fuel oil can jet. 

(E-6) The fuel oil is used to only circulating medium of a input energy without 
burning in a cylinder of an engine. 

(E-7) About the circulation medium that is used for the ultimate engine. 
The table of contents was finished. 

The details of each table of contents mentioned above are explained as follows. 

Explanation of "the special synthetic magnetic field", 

The "Synthetic magnetic field that the synthetic magnetic force that conversion point of magnetic pole becomes 
symmetrical becomes zero" is simply abbreviated to a "Special synthetic magnetic field" in the following sentences. 

(A) About the examination consequence of the test that was already carried out by a use technology of "Special 
synthetic magnetic field" in "Reference literature 1 ", 

(A-1 ) About organization of the drawing, 
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(A-2) About the explanation of the drawing, 
(A-3) About explanation of alternating magnetic field, (Fig. 1 ) 

(a) Fig. 1 is conversion point of magnetic pole by a "Magnet row" "1 " by permanent magnet and is conversion point of 
magnetic pole by alternating current electromagnet that a "Zero crossing point" "Z" is centered symmetrically and the 
synthetic magnetic force becomes zero. 

(b) In addition, it is a magnetic wave-shaped explanatory drawing that is indicating the change state of alternating 
magnetic field constituted by the synthetic magnetic field where synthetic magnetic force becomes zero. 

(c) In a "Magnet row" "1 " by permanent magnet and in alternating current electromagnet, cycle "a" is the cycle of 
conversion point of magnetic pole that is centered to conversion point of magnetic pole symmetrically and therefore 
synthetic magnetic force becomes zero. 

(A-4) About configuration and action of a "E-oiler" by the permanent magnet, (Fig. 2) 

(a) In figure 2 and in figure 3, when matter cuts the alternating magnetic field that is constituted by a "Magnet row" "1 " 
and alternating current electromagnet the use technology of a "Special synthetic magnetic field" is applied to the every 
materials that are having molecular structure except magnetic substance. 

(b) The use technology of a "Special synthetic magnetic field" is explained below about fuel oil and water and air 
particularly. 

(c) In fig. 2 in the case of a "Magnet row" "1 ", a "Special synthetic magnetic field" is constituted on main flux surface of 
permanent magnet. 

(d) Because the contact face that is constituted by adjacent unlike poles contacting directly is centered of a "Special 
synthetic magnetic field", synthetic magnetic force of a "Special synthetic magnetic field" becomes zero. 

(e) By the way, the use technology of a "Special synthetic magnetic field" theoretically belongs to a electromagnetic 
induction theory of "Faraday". 



(f) In other words, the use technology of a "Special synthetic magnetic field" is the magnetic energy technology 
extended to generator and induction motor basically. 

(g) Therefore, when fuel oil and water and air cut a "Special synthesis magnetic field", a rate of change of magnetic flux 
density (d^/dt) becomes big infinitely theoretically. 

(h) Therefore electronic energy by magnetism in very high level is induced to atoms o f fuel oil and water and air by the 
use technology of the "Special synthetic magnetic field" using permanent magnet and using alternating current 
electromagnet. 

(i) In other words, the electronic energy by magnetism that can be induced to atoms 

of fuel oil and water and air, is so high level as not to be able to be considered with conventional technology. 

(j) As is stated above, dramatic characteristic variation of fuel oil and water and air can be produced by theory of perfect 
different physical science from conventional 
physical science. 

(k) By the way, in fig. 2, alternating magnetic field is constituted by a "Magnet row" "1 " and a "Magnet row" "1 " is 
constituted by contacting face "4" of the adjacent unlike poles that was constituted by permanent magnet of N pole "2 " 
and permanent magnet of S pole "3 ". 

(I) A "Magnet row" "1 " is constituted by adjacent unlike poles of permanent magnets having equal magnetic flux density 
and permanent magnets having equal form and equal measurement are adsorbed in the state of single row. 

(m) "2" is main flux surface of permanent magnet of N pole, and "3" is main flux surface of permanent magnet of S pole. 

(n) A "Special synthetic magnetic field" "4" is generated on the contacting face of the adjacent unlike poles that are 
adsorbed by N pole and S pole of the permanent magnets. 

(o) Only permanent magnet with equal form and measurements is used and permanent magnet is arranged in the state of 
single row and a "Magnet row" "1 " is constituted by adjacent unlike poles of permanent magnets having equal magnetic 
flux density. 

(p) The magnetic shield iron plate consisting of wrought iron is expressed with "5". 

(q) By the way, when surface of magnetic shield iron plate "5" is adsorbed by a "Magnet row" "1 ", all magnetic forces of 
permanent magnets that constitute a "Magnet row" "1 " are introduced each into magnetic shield iron plate "5". 

(r) Because the magnetic forces that were introduced into magnetic shield iron plate "5" are equal and are reverse 
direction, the magnetic forces introduced in the inside of magnetic shield iron plate "5" are counteracted mutually and are 
extinguished perfectly theoretically. 

(s) Therefore, as far as a "Magnet row" "1 " is constituted by equal magnetic force of permanent magnet and equal form 

of permanent magnet, any magnetic forces can not 

be leaked to outside of magnetic shield iron plate "5" theoretically. 

(A-4-1 ) About magnetic leakage fluxes of "E-oiler", 

(a) When magnetic shield iron plate is adsorbed to the back side surface of a main magnetic flux surface on a "Magnet 
row", all permanent magnets of the equal magnetic flux densities are introduced into the inside of magnetic shield iron 
plate and are offset each other. 

(b) Therefore, all magnetic forces that leaks to the outside of magnetic shield iron plate, namely the "E-oiler" become 
zero actually. 

(c) Consequently, because by "Special synthetic magnetic field" the magnetic leakage flux in the back side surface of the 
magnetic shield iron plate becomes zero theoretically, the magnetic leakage flux to outside of a "E-oiler" cannot be 



generated. 



(d) Therefore, because by a control system of an automobile the magnetic leakage flux from a "E-oiler" to outside does 
not occur at all there is not the possibility that extraordinary driving state of the automobile is generated. 

(e) Namely, there is not at all the possibility that unexpected accident by the control system caused by abnormal driving 
state of the automobile is generated. 

(A-4-2) About characteristic of the permanent magnet constituting "E-oiler" used 
in a running test of "Reference literature 1 ", 

(a) The accuracy of dimension in a move direction of a material moving on a "Magnet row" consisting of the magnets 
constituting "E-oiler" is ±0.1 millimeters. 

(b) Further, accuracy of magnetic flux density of main flux surface of the magnet is 470±2 "mT", namely dispersion rate 
of magnetic flux density of main flux surface is 0.24%. 

(c) Therefore, only the magnet that was chosen beforehand so that dispersion rate of magnetic flux density can be less 
than 0.33% at least, is necessary for constituting "E-oiler" when "E-oiler" can function normally. 

(d) When "E-oiler" consists of the magnets that dispersion rate of magnetic flux density is less than 0.33%, the big 
dramatic characteristic variation occurs by a "Resonance phenomena" caused by electromagnetic induction. 

(A-5) About configuration and action of a "Trans- master" with the alternating 
current electromagnet, (Fig. 3) 

(a) About details of a "Trans-master" consisting of alternating current electromagnet, 

(b) A "Trans-master" is the appliance that all cycles in alternating magnetic field in alternating current electromagnet are 
equal and are constituted by "Zero crossing point" "Z " equivalent to a "Special synthetic magnetic field" "4 ". 

(c) If fluctuation of frequency of alternating current power is within constant value, all cycles "a" expressed with a "Zero 
crossing point" "Z" constituting a "Special synthetic magnetic field" "4 " in alternating magnetic field constituted by 
alternating current electromagnet become equal cycles automatically. 

(d) By the way, "6" is iron rectangle frame, and "7" is both sections that part of the iron rectangle frame "6" was cut off 
and occurred, and "8" is the primary coil winding consisting of the copper wire that was coiled in bobbin " 1 0". 

(e) Furthermore, plastics tubing "9" is buried between both sections "7" that part of a rectangle frame "6" of the iron 
was cut off and occurred. 

(f) Plastics tubing "9" is set as the secondary coil winding that is piled and is coiled on the primary coil winding "8" only a 
time. 

(g) Because an alternating current electromagnet by the use technology of 

a "Special synthetic magnetic field" "4 " is constituted like alternating current 

electromagnet having "Trans-structure", quantity of electronic energy by the magnetism induced to matter that flow in 
the inside of plastics tubing "9" is enlarged effectively. 

(h) In this case when fuel oil and water and air flow in the inside of plastics tubing "9" with peculiar speed, the electronic 
energy by magnetism is induced to atoms of fuel oil and water and air. 

(i) In other words, it is important particularly that fuel oil and water and air is flowed in the inside of plastics tubing "9" 
with peculiar current velocity. 

(A-6) About the theory of electromagnetic induction of "Faraday" that the theory 
applied to fuel oil and water and air by the use technology of a "Special 
synthetic magnetic field", 



(a) The theory of electromagnetic induction of "Faraday" is applied to fuel oil and water and air as an associate theory. 

(b) When fuel oil and water and air flow in the inside of plastics tubing "9" with each peculiar current velocity, theory of 
electromagnetic induction of Faraday's is applied correspondingly to fuel oil and water and air tentatively. 

(c) By the way, when fuel oil and water and air flow in the inside of plastics tubing "9", a "Special synthetic magnetic 
field" "4 " constituting a "Zero crossing point" "Z" in alternating magnetic field by alternating current electromagnet is cut 
by fuel oil and water and air. 

(d) Furthermore, the time to pass through a "Special synthetic magnetic field" "4 " constituting a "Zero crossing point" " 
Z" is very short and is nearly zero virtually when a "Special synthetic magnetic field" "4 " is cut by fuel oil and water and air 



(e) In addition, the number of times that cut a "Special synthesis magnetic field" "4 " constituting a "Zero crossing point" 
"Z" with peculiar constant cycle by fuel oil and water and the air, can be increased optionally. 

(f) Therefore, various requests about a profitable and utility characteristic variation by fuel oil and water and air can be 
achieved enough by increasing the number of times of the cutting mentioned above. 

(g) By the way, in a "Magnet row" "1 ", there is a "Special synthetic magnetic field" "4" constituting alternating magnetic 
field by permanent magnet and in alternating current electromagnet there is a "Special synthetic magnetic field" "4" 
constituting a "Zero crossing point" "Z" in alternating magnetic field. 

(h) A "E-oiler" is the product consisting of one pair of a "Magnet row" "1 " by permanent magnet in the alternating 
magnetic field constructed by a "Special synthetic magnetic field" "4". 

(i) When fuel oil and water and air are moved and cut a "Special synthesis magnetic field" "4", theory of electromagnetic 
induction of Faraday's is applied correspondingly to fuel oil and water and air tentatively. 

E = -dO/dt 

(j) But "E" shows the electronic energy by magnetism induced to an atom of matter by alternating current 
electromagnet. 

(k) Magnetic flux density of a "Special synthetic magnetic field" "4" constituting a "Magnet row" "1 " and magnetic flux 
density of a "Special synthetic magnetic field" "4" constituting a "Zero crossing point" "Z" in alternating current 
electromagnet, reach zero each. 

(I) "dt" is passage time when fuel oil and water and air cut the "Special synthetic magnetic field" "4" that constitutes a " 
Magnet row" "1 " and that is constituted by a "Zero crossing point" "Z" in alternating current electromagnet. 

(m) By the way, the time "dt" that fuel oil and water and air are moved and cut a "Special synthetic magnetic field" "4" 
becomes near zero limitlessly. 

(n) Therefore, according to formula of electromagnetic induction of "Faraday", an absolute value of a rate of variation of 
magnetic flux density "dO/dt" becomes infinite numeral value because the time "dt" is almost near 0 when a "Special 
synthetic magnetic field" "4" is cut by molecules of fuel oil and water and air. 

(o) Therefore, the electronic energy by magnetism "E" that is induced to atoms of fuel oil and water and air is heightened 
to nearly infinite high level energy by the use technology of a "Special synthetic magnetic field" "4". 

(p) As a result, very big kinetic energy of molecule is generated to molecules of fuel oil and water and air. 

(A-7) About the use technology of a "Special synthetic magnetic field" being able to 
generate the dramatic characteristic variation with different dimension in 
physical phenomenon in fuel oil and water and air, 



(a) The condition that the first condition and the second condition and the third condition that are explained below, are 
achieved at the same time, is necessary to generate a dramatic characteristic variation with different dimension in 
physical phenomenon in fuel oil and water and air. 

(A-7-1 ) About the first condition to produce a characteristic variation, 

(a) The first condition is the state that alternating magnetic field in a "Magnet row" "1 " and alternating current 
electromagnet, is constituted by the "Special synthetic magnetic field" "4" that is expressed with "dO/dt". 

(b) Therefore, a rate of variation of magnetic flux density "d#/dt" becomes infinite numeral value when fuel oil and water 
and air cut a "Special synthetic magnetic field" "4" in a "Magnet row" "1 " and alternating current electromagnet. 

(c) Therefore, energy levels of fuel oil and water and air become high energy in physical phenomenon because electronic 
energy "E" by magnetism induced to atoms of oil and water and air becomes infinite numeral value nearly. 

(d) Therefore, at first big characteristic variation is generated to fuel oil and water and air so dramatically as not to be 
able to be considered with conventional physical science. 

(A-7-2) About the second condition to produce a characteristic variation, 

(a) The second condition must be set so that all cycles of a "Special synthetic magnetic field" in alternating current 
electromagnet of a "Trans-master" and all cycles of a "Special synthetic magnetic field" with permanent magnet of a "E- 
oiler" can become equal usually. 

(b) The distribution condition of electronic energy by the magnetism induced to atoms of fuel oil and water and the air 
must be the same as distribution condition of the electronic energy expressed with magnetic quantum number in 
definition of quantum theory. 

(c) Therefore, when all cycles in alternating magnetic fields of a "Magnet row" "1 " and alternating current 
electromagnet, are not equal each, even if electronic energy by the magnetism is induced to fuel oil and water and air, any 
characteristic variations with different dimension in physical phenomenon cannot be generated at all. 

(d) However, even if all cycles in the alternating magnetic field that are induced to atoms of fuel oil and water and air are 
equal, generally a utility of characteristic variation with different dimension in physical phenomenon is a little and stable 
utility does not occur. 

(A-7-3) About an opinion about quantum theory in the second condition to produce 
a characteristic variation, 

(a) About opinion on the quantum theory of the new unknown explosive vaporization expansion pressure by the 
magnetism to occur with fuel oil by the use technology of a "Special synthetic magnetic field", 

(b) By the way, electronic energy caused by motive energy in an engine by the new unknown explosive vaporization 
expansion pressure by the magnetism by the use technology of a "Special synthetic magnetic field" is electronic energy 
by motive energy that is fundamentally different from motive energy by the explosive thermal expansion pressure by 
conventional combustion with definition of a quantum theory. 

(c) In other words, electronic energy by the magnetism by the use technology of a 

"Special synthesis magnetic field" is expressed with a magnetic quantum number in definition of electronic energy of a 
quantum theory and is electronic energy about electronic orbital direction or about electronic orbit inclination. 

(d) On the other hand, electro energy by explosive thermal expansion pressure by conventional combustion is electronic 
energy about electronic orbital magnitude and angular velocity expressed with a principal quantum number in definition of 
the quantum theory. 

(e) Therefore, it is natural that motive energy by fuel oil with the use technology of a 

"Special synthetic magnetic field" used in an engine has the characteristic that is entirely different fundamentally from 
motive energy by combustion of conventional fuel oil. 



(f) Therefore, the motive energy having dramatic characteristic variation with different dimension in physical 
phenomenon so big that cannot be thought absolutely by technology of motive energy by combustion of conventional 
fuel oil is generated. 

(A-7-4) About a "Resonance phenomena" in the third condition to produce a 
characteristic variation. 

(a) As for the third condition, the most effective passage speed must be selected in fuel oil and water and air so that the 
cycle caused by the cutting a "Special synthetic magnetic field" can agree with the cycle of natural frequency that has 
originally. 

(b) As a result, the part that dramatic big characteristic variation with different dimension in physical phenomenon of fuel 
oil and water and air becomes big, occurs as a "Resonance phenomena" for the first time. 

(c) Therefore, in the third condition, when fuel oil and water and air cut alternating magnetic fields constituted by " 
Magnetic row" "1 " and by alternating current electromagnet the most effective passage speed of fuel oil and water and 
air must be investigated and must be decided beforehand. 

(d) in other words, the cycle of natural frequency of fuel oil and water and air must be agreed with the cycle of a "Special 
synthetic magnetic field" "4" in alternating magnetic fields. 

(e) By the way, the use technology of a "Special synthetic magnetic field" by a "Magnet row" "1 " and by alternating 
current electromagnet belongs to theory of electromagnetic induction by "Faraday", namely exists on prolongation line of 
technologies of generator and induction motor basically. 

(f) Therefore, the use technology of the "Special synthetic magnetic field" that can produce dramatic big characteristic 
variation with different dimension in physical phenomenon can be used to establish the new fundamental technologies in 
every fields of industry using fuel oil and water and air. 

(A-8) About the characteristic variations in fuel oil and water and air by the use 
technology of a "Special synthetic magnetic field" by a "E-oiler" and a 
"Trans-master", 

(a) A "Trans-master" is the product consisting of a "Special synthetic magnetic field" "4" constituting a "Zero crossing 
point" "Z" in alternating magnetic field caused by alternating current electromagnet. 

(b) About products mentioned above, characteristic variation with different dimension in physical phenomenon so 
dramatically as not to be able to be considered by conventional technology of fuel oil and water and air can be generated. 

(c) The above is a use technology of a "Special synthetic magnetic field" in "Reference literature 1 ". 

(d) Combustion phenomenon itself in combustion in a cylinder of a heat engine in particular, is a dramatic characteristic 
variation so big as not to be able to be thought fundamentally by conventional engine technology. 

(A-9) About definition of the decrease effect in fuel consumption, 

(a) The decrease means of conventional fuel consumption is realized by improving 
the cause that increases the running resistance of a heat engine. 

(b) The decrease means of the fuel consumption in a heat engine by an use 

technology of a "Special synthetic magnetic field" is realized by producing a new unknown explosive vaporous expansion 
pressure by magnetism to fuel oil in combustion of a cylinder. 

(c) In addition, the decrease means of the fuel consumption of a burner of a boiler by an use technology of a "Special 
synthetic magnetic field" is actualized by enlarging heat quantity itself of fuel oil in combustion. 

(A-9-1 ) About significance of the effect by characteristic variation of fuel oil 



itself by the use technology of a "Special synthetic magnetic field", 

(a) Particularly, characteristic variation of fuel oil itself to use in heat engine produces the effect that is impossible 
absolutely in the conventional engine technology by occurrence of the new unknown explosive vaporous expansion 
pressure by the magnetism in the combustion of a cylinder of an engine. 

(b) Therefore, decreasing the fuel oil that is used by the heat engine links to the technology that an ultimate purpose of " 
security of the energy" and "a decrease of the carbon dioxide" can achieve without contradiction at the same time in the 
world. 

(A-1 0) About a test that was carried out already with "Reference literature 1 ", 

(A-1 0-1 ) About a strict running test with a "Carbon balancing method" of gasoline 

engine car with a "Eco-oiler" by "Japanese motor vehicle transport 
technical society Foundation", 

(a) Below is a strict running test by a "Eco-oiler" by "Japanese motor vehicle transport technical society Foundation". 

(b) The running test of test example (1 ) of a gasoline engine car by the use technology of a "Special synthetic magnetic 
field" was expressed with the test data that was carried out with a "Carbon balancing method". 

(c) As for result of running test by a "Eco-oiler", the decrease rate by the fuel consumption by a "Carbon balancing 
method" became 4.3%. 

(d) Conventionally, according to strict running test by chassis dynamometer, the decrease rate of the fuel consumption is 
limited to up to around 1 % by a "Carbon balancing method" in normal gasoline engine. 

(e) Therefore, according to running test of test example (1 ), it is impossible to explain reasonably by conventional 
gasoline engine technology and science because 4.3% of numerical value of the decrease rate by the fuel consumption is 
too big. 

(f) In other words, the decrease rate by the fuel consumption by running test is equal to 1 7.2% and is equal to decrease 
rate of 4 times of the fuel consumption by a "Carbon balancing method" generally. 

(g) Therefore, in running test of test example (1 ), it cannot but be thought that motive energy by the new unknown 
explosive vaporization expansion pressure by magnetism was generated in combustion in a cylinder of gasoline engine. 

(A-1 0-2) About a strict running test of diesel engine car by chassis dynamometer 
with a "E-oiler" by "Tokushima industry junior college", 

(a) Test example (2) is data about strict running test of diesel engine car by chassis dynamometer with a "E-oiler" by " 
Tokushima industry junior college". 

(b) As for result of running tests, average value of the decrease rate of the fuel consumption by three times was 1 7.2%. 

(c) Therefore, it cannot explain at all reasonably by conventional diesel engine technology and science because numerical 
values of 1 7.2 % of a decrease rate of the fuel consumption by a "E-oiler" are too big. 

(d) In other words, it cannot but be considered that the explosive vaporization expansion pressure by the magnetism 
that attained to 1 7.2% of the explosive thermal expansion pressures in conventional combustion in a cylinder of diesel 
engine was generated to molecule of light oil. 

(A-1 0-3) About a strict running test on a road by diesel engine car with a "E-oiler" 
by "Company of Waseda environmental laboratory", 

(a) Test example (3) is data about the decrease rate of the fuel consumption of diesel engine car with a "E-oiler" by 
strict running test on a road by "Company of Waseda environmental laboratory". 



(b) Average value of 3 times of the decrease rate of the fuel consumption is approximately 1 3.2%. 

(c) Therefore, it cannot explain at all reasonably by conventional technology and science about diesel engine car because 
numerical values of 1 3.2 % as a decrease rate of the fuel consumption by a "E-oiler" are too big. 

(d) Therefore, it cannot but be considered that the explosive vaporization expansion pressure by magnetism that reached 
1 3.2 % of the explosive thermal expansion pressure in conventional combustion in the inside of a cylinder of an engine in 
molecule of light oil, was generated. 

(A-1 0-4) About a navigation test of main diesel engine of "The third Sumiwaka-maru" 
(2.700HP) by a "Trans-master", 

(a) Test example (4) is data of a decrease rate of the fuel consumption in main diesel engine of "The third Sumiwaka- 
maru" (2,700HP) by navigation test about the decrease rate of the fuel consumption by a "Trans-master". 

(b) In result of navigation test by main diesel engine by "The third Sumiwaka-maru" (2.700HP), the decrease rate of the 
fuel consumption is approximately 7%~8%. 

(A-1 0-5) About a running test on a road of LP gas engine car by a "E-oiler" appliance 
by Minatto taxi Co., LTD. 

(a) The test example (5) is data about running test on a road of LP gas engine car. 

(b) The decrease rate of the fuel consumption of LP gas engine car by a "E-oiler" attained to 1 3.6% in running test on a 
road. 

(c) Therefore, it can not explain at all reasonably by conventional technology and science about LP gas engine car 
because numerical values of 1 3.6 % as a decrease rate of the fuel consumption by a "E-oiler" are too big. 

(d) Therefore, it cannot but be considered that the explosive vaporization expansion pressure by magnetism that 
reaches 1 3.6 % of the explosive thermal expansion pressure in conventional combustion in the inside of a cylinder of LP 
gas engine car in the molecule of LP gas, was generated. 

(A-1 0-6) About result of combustion test of burner in a boiler with heavy oil "A" 
for the laver drying machine that "Akashi-shi, Hayashisaki, fisheries 
co-operative association" owns, 

(a) The test example (6) is test data in a burner of a boiler in "Reference literaturel ", 

(b) A decrease rate of the fuel consumption by a "E-oiler" appliance became 1 0 %. 

(c) Therefore, because the numerical values of 1 0% by heavy oil "A", as a decrease rate of the fuel consumption of a "E- 
oiler" are too big, it cannot be explained at all reasonably by conventional combustion technology and science in a boiler. 

(d) Therefore, it cannot but be thought that the heat energy by combustion of heavy oil "A" that has gotten newly has 
been increased to 1 0 % in conventional combustion of a burner of a boiler. 

(A-1 1 ) About a technology and effect of the heat engine that was proved plainly by 
test data of item (A-1 0-1 ) ~ item (A-1 0-6) in "Reference literature 1 ". 

(A-1 1 -1 ) About condition of the test that was carried out in a running test of 
"Reference literature 1 ". 

(a) By the way, speed of fuel oil in conventional heat engine and speeds of water and air in conventional fluid equipment 
were the states that can be changed hardly in many tests in "Reference literature 1 ". 

(b) Therefore, the kind of "E oiler" and "Trans-master" that the most big characteristic variation was generated, were 
selected experimentally from many tests in "Reference literature 1 ". 



(c) Then, many tests in "Reference literature 1 " were carried out reluctantly with the current velocity of fuel oil in 
conventional heat engine and current velocity of water and air in the conventional fluid appliance as it is. 

(d) Therefore, the consequence of running test of a heat engine in "Reference literature 1 " is data by the running test 
that a "Special synthesis magnetic field" was cut with the speed that was considered to be the most effective passage 
speed about fuel oil and water and air. 

(A-1 1 -2) About the reason that was able to get the best consequence approximately 
in the tests by fuel oil for a heat engine and the tests by water and the 
air for a fluid appliance that were recorded with "Reference literaturel ", 

(A-1 2) About breadth of the most effective passage speed in the test of "Reference 
literature 1 , 

(a) The most effective passage speed exists in experimentally some speed breadth about fuel oil and water and air. 

(b) Therefore it is thought that the speeds of fuel oil and water and air that were carried out with many tests in " 
Reference literature 1 " already belonged to same speed breadth of the most effective passage speed. 

(A-1 2-1 ) In the case of a "E-oiler", 

(a) About the most effective passage speed having some speed breadth that it is brought by a "E-oiler" in fuel oil and 
water and air. 

(b) The microscopic gap on a "Magnet row" constituting a "E-oiler" is generated by error of flatness of the surface of the 
permanent magnet constituting contacting face. 

(c) Further, the corner of main flux surface of permanent magnet is having the microscopic roundness that is caused by 
the sintering process in manufacture of Neodymium magnet. 

(d) Therefore, a "Magnet row" consisting of Neodymium magnet is constituted with a state including gaps of 0.3-0.5 
millimeters on main flux surface by the contacting face of fellow unlike poles. 

(e) In other words, passage time "dt" of conversion point of magnetic poles by permanent magnets constituting a "E-oiler 
by fuel oil and water and air, become longer. 

(f) Therefore, because passage time "dt" of the conversion point of magnetic pole by the permanent magnet constituting 
a "E-oiler" becomes longer, a rate of change of magnetic flux density is decreased necessarily. 

(g) That is, because the rate of change of magnetic flux density decreases lower, the degree of a "Resonance 
phenomena" of fuel oil and water and air which occur with the most effective passing speed having some speed breadth 
becomes lower. 

(A-1 2-2) In the case of a "Trans-master", 

(a) About the most effective passing speed having some speed breadth that it is brought by a "Trans-master" in fuel oil 
and water and air. 

(b) Because passage time "dt" of a "Zero crossing point Z" in alternating magnetic field by electromagnet of a "Trans- 
master" is almost zero, and therefore the rate of change of magnetic flux density "d /dt" becomes infinite numeral value 
approximately. 

(c) However, by turbulence of fuel oil and water and air being flowing in inside of guide hose cutting a "Zero crossing 
point Z" virtually, the rate of change of magnetic flux density "d /dt" does not become infinite numeral value. 

(d) Therefore, by a "Trans-master" some speed breadth of the most effective passing speed having constant-breadth 
occurring in fuel oil and water and air shortens necessarily. 



(e) Therefore, it is important that the characteristics with a "Resonance phenomenon" caused by a "E-oiler" and a "Trans- 
master" are used most effectively. 

(f) For example, because the higher characteristic with a "Resonance phenomenon" occurs with fuel oil by "Trans-master" 
using in diesel engine of ship for the heavy fuel oil "A" that is hard to burn is suitable particularly. 

(A-1 3) About the reason of occurrence of the abnormal state of the engine that 
occurred already in a test in "Reference literature 1 ", 

(a) It was generated often that in a test of "Reference literature 1 " a decrease effect of the fuel consumption decreased 
particularly and noise and abnormal sound occurred. 

(b) Originally a variation breadth exists about setting of ignition and injection timing of conventional heat engine. 

(c) Therefore, according to fuel oil by the use technology of a "Special synthetic magnetic field", problem occurs when 
setting of ignition and injection timing becomes particularly early. 

(d) By the way, according to fuel oil by the use technology of a "Special synthetic magnetic field", the new unknown 
explosive vaporous expansion pressure by magnetism occurs prior to explosive thermal expansion pressure by 
conventional combustion in combustion of a cylinder. 

(A-1 3-1 ) According to fuel oil by the use technology of a "Special synthetic magnetic 
field" because the new unknown explosive vaporous expansion pressure by 
the magnetism occurs prior to explosive thermal expansion pressure in 
the conventional combustion in a cylinder, the conventional ignition timing 
and injection timing virtually become earlier. 

(a) In other words, the ignition timing and injection timing virtually become too early when the new unknown explosive 
vaporous expansion pressure by the magnetism becomes big particularly. 

(b) Therefore, noise and abnormal sound are generated to an engine because a reverse torque occurs slightly in crank 
journal, and as a result a "Torque transfer efficiency" to crank journal decreases remarkably and the decrease rate of the 
fuel consumption decreases greatly, too. 

(A-1 3-2) On the other hand, noise and abnormal sound of an engine do not occur 

because only rotation inertia force of crank journal is lost when the new 

unknown explosive vaporous expansion pressure by the magnetism occurs in 
an "Upper dead point" of a piston. 

(a) But because "Torque transfer efficiency" decreases greatly, the decrease rate of the fuel consumption cannot but be 
declined too. 

(A-1 4) About solvable method of the abnormal state of an engine that occurred in a 
test of "Reference literature 1 ", 

(A-1 4-1 ) It is solved completely by letting the ignition and injection timing of an 
engine delay basically. 

(a) According to fuel oil by the use technology of a "Special synthetic magnetic field", combustion time is shortened 
because combustion velocity of fuel oil becomes early. 

(b) Therefore, when lets the ignition and injection timing of an engine delay, a worry to increase exhaust-gas is not 
necessary at all because the ignition and injection timing of an engine can be adjusted so that a "After-burning" cannot be 
generated. 

(A-1 4-2) A "E-oiler" is exchanged to a low "E-oiler" of the performance to decrease the 
new unknown explosive vaporous expansion pressure by the magnetism. 



(a) In addition, repetition number of times of fuel oil and water and air introduced to a "Trans-master" is decreased and 
degree of characteristic variation is decreased. 

(A-1 5) The electronic energy by the magnetism that was induced to fuel oil by 

electromagnetic induction is released in a cylinder of a heat engine by a 
use technology of a "Special synthetic magnetic field". 

(a) It is considered that the new unknown explosive vaporous expansion pressure by the magnetism is generated as 
trigger caused by adiabatic expansions by the gasoline that is introduced to a cylinder and the light-oil that is jetted to a 
cylinder. 

(b) As for fuel oil, by the use technology of a "Special synthetic magnetic field", the electronic energy by the magnetism 
induced by electromagnetic induction is released suddenly as the new unknown explosive vaporous expansion pressure by 
the magnetism in a sealing space of a cylinder of an engine by adiabatic expansion. 

(c) Therefore, it can be generated in a sealing space of a cylinder for the first time when the new unknown explosive 
vaporous expansion pressure by the magnetism exceed the expansion pressure occurring in a cylinder. 

(d) In addition, when fuel oil by the use technology of a "Special synthetic magnetic field" is used in a burner of a boiler, 
the electronic energy by the magnetism is induced to a atom of fuel oil by electromagnetic induction. 

(e) In addition, the electronic energy by magnetism induced by electromagnetic induction to an atom of fuel oil used in a 
burner of a boiler is released into atmospheric air gradually as bigger vaporous expansion pressure more than neighboring 
atmospheric air pressure. 

(f) Therefore, the electronic energy by the magnetism induced by electromagnetic induction to an atom of fuel oil of a 
burner of a boiler in particular, is used to enlarge heat quantity of fuel oil itself. 

(g) According to the third condition of the use technology of "Special synthetic magnetic field", it was necessary that 
the test already carried out with "Reference literature 1 " had to be carried out with a most effective passage speed for 
fuel oil and water and air each. 

(A-1 6) A decrease rate of the fuel consumption of an engine was accomplished so big 
as not to be able to be thought in conventional engine technology. 

(a) Consequence of running test in "Reference literature 1 " is the consequence that was carried out so that operating 
state of an automobile becomes equal in running test by chassis-dynamometer before and after attaching of a "E-oiler". 

(b) The decrease rate of the fuel consumption attaining to 1 0%~20% so big numeral value that cannot be thought by 
conventional heat engine technology in many running tests expressed with "Reference literature 1 " already was 
actualized. 

(c) Because the decrease rate of the fuel consumption reached 1 5%~20%, according to the test examples item (1 ) and 
item (2) and item (3) particularly, it cannot but be thought that the new unknown explosive expansion pressures by a 
gasoline and a light-oil were equal pressures of same level of explosive thermal expansion pressures by the conventional 
combustion. 

(d) Therefore, the big decrease rate of the fuel consumption was generated because electronic energy by magnetism in 
fuel oil was increased caused by electromagnetic induction to atoms of gasoline and light-oil by the use technology of a " 
Special synthetic magnetic field". 

(e) As is stated above, the decrease rate by the fuel consumption so big that cannot think by the conventional engine 
technology and science occurs in the running tests and combustion test of test example (1 ) ~ (6) each. 

(A-1 7) About the reason that it is thought that the new unknown explosive vaporous 
expansion pressure by the magnetism occurred, 



(a) As the reason mentioned above, it is considered that the new unknown explosive vaporous expansion pressure by the 
magnetism occurred in a cylinder of an engine. 

(A-1 7-1 )The new unknown explosive vaporous expansion pressure by the magnetism 
occurs without generating heat. 

(a) By the way, temperature of engine oil of a gasoline engine shows more or less the decrease tendency by investigating 
data of running test of test example (1 ). 

(b) Therefore, combustion temperature in a cylinder of an engine shows that is becoming tendency to the decrease. 

(c) It is thought that it is because the quantity of fuel oil that is burnt in a cylinder decreases. 

(d) In addition, the engine power was unchangeable though the quantity of fuel oil that is burnt in a cylinder in running 
test in a "Reference literature 1 " decreased. 

(e) In other words, it is confirmed that the new unknown explosive expansion pressure by the magnetism to push down a 
piston exists in all running tests in a "Reference literature 1 ". 

(f) It cannot but be thought that because the new unknown explosive expansion pressure by the magnetism occurred, the 
fuel oil that was burnt in a cylinder was decreased and as a result explosive thermal expansion pressure by conventional 
combustion was decreased. 

(g) In this case, the new unknown explosive expansion pressure occurred caused by conventional characteristic of fuel oil, 
and it is considered that is the new unknown explosive vaporous expansion pressure by the magnetism owing to the 
above facts clearly.. 

(A-1 7-2) About the test data that the new unknown explosive vaporous expansion 
pressure by the magnetism occurred already without generating heat, 

(a) About the test data that the new unknown explosive expansion pressure by the magnetism occurs without 
generating heat, 

(b) After "E-oiler" was attached, the heat quantity that occurs in combustion into a cylinder in running test in "Reference 
literature 1 " was showing tendency of a decrease. 

(c) Therefore, it is showing that the new unknown explosive vaporous expansion pressure by the magnetism is the 
explosive expansion pressure without generating heat. 

(d) Therefore, the big decrease rate of the fuel consumption was generated because electronic energy by the magnetism 
in fuel oil was increased caused by electromagnetic induction to atoms of gasoline and light-oil by the use technology of a 
"Special synthetic magnetic field". 

(e) By the way, temperature of exhaust-gas is 31 9.3 degrees Celsius on an average in navigation test with a "Trans- 
master" by main ship engine of test ship (2,700 HP) in "Reference literature 1 ". 

(f) According to heavy oil "A" by a "Trans-master" in navigation test, 1 5.4 degrees Celsius decreased in temperature of 
exhaust-gas of main ship engine as test ship, and the decrease rate of temperature of exhaust-gas became 4.4%. 

(g) In addition, in navigation from a departure to a arrival basically, generally the quantity of fuel oil that is jetted to a 
cylinder of main ship engine is maintained with constant quantity and main ship engine is maintained with a fixed rotating 
numerical value. 

(h) Therefore, the combustion temperature in a cylinder of main ship engine is basically constant. 

(i) Furthermore, Celsius thermometer measuring the temperature of the exhaust-gas exhausted from exhaust pipe is 
very stable and can measure exactly, and as a result measurement data is reliable enough generally. 



(A-1 7-3) The new unknown explosive vaporous expansion pressure by the magnetism 
occurred prior to explosive thermal expansion pressure by the conventional 
combustion. 

(a) About the phenomenon that the new unknown explosive expansion pressure by the magnetism occurs prior to the 
explosive thermal expansion pressure by conventional combustion, 

(b) By the way, generally because motive power of an engine is the explosive thermal expansion pressure by conventional 
combustion strong impact load is generated. 

(c) However, oscillation and noise of an engine decreased dramatically in all running tests expressed with "Reference 
literature 1 " without exception. 

(d) In the combustion in a cylinder of an engine, the impact load by new unknown explosive expansion pressure by the 
magnetism occurs prior to the strong impact load with explosive thermal expansion pressure by conventional combustion 
slightly. 

(e) At the same time, the explosive thermal expansion pressure by conventional combustion becomes the expansion 
pressure that only the new unknown explosive expansion pressure by the magnetism was decreased. 

(f) Therefore, the rate of a rise of the expansion pressure that at first is generated after fuel oil was jetted to a cylinder 
decreases greatly because the new unknown explosive expansion pressure by the magnetism occurs prior to the 
explosive thermal expansion pressure by conventional combustion. 

(g) Therefore, oscillation and noise of an engine by impact loads can decrease dramatically because both occurrences of 
expansion pressures are a little off and are piled up together and become an average value. 

(h) For example, because the shakes of pointer of analogue instrument in main engine (2,700HP) of "The third Sumiwaka- 
maru" as a experiment ship are intense and big, pointer has been in the state being hard to read graduation itself in 
minimum unit by oscillation of an engine. 

(i) When heavy oil "A" by the use technology of a "Trans-master" was used to the experiment ship mentioned above 
particularly, because oscillation and noise of main ship engine decreased dramatically, the shakes of pointer were vanished 
and the pointer was stopped. 

(j) Therefore, in case of the above, even 1 /1 0 in minimum unit of analogue instrument could be read and was understood 
approximately exactly. 

(k) The above shows the fact that oscillation and noise being generated to main ship engine with heavy oil "A" by the use 
technology of a "Special synthetic magnetic field" decreased dramatically. 

(A-1 7-4) About very big extension of a life span of engine oil with fuel oil by the 
use technology of a "Special magnetic field", 

(a) According to fuel oil by the use technology of a "Special synthetic magnetic field", a life span by fouling and the 
degradation of engine oil lengthens greatly so long as not to be able to think in conventional engine technology. 

(b) Because temperature in a cylinder in item (A-1 7-1 ) decreases degradation of engine oil is decreased greatly and 
because impact load decreases sharply in item (A-1 7-3) the fouling of engine oil is decreased greatly, and as a result 
engine oil can get very longer life span more than conventional engine oil. 

(A-1 7-5) About the vaporization that occurs ahead of combustion by the combustion 
characteristic that fuel oil has naturally, 

(a) It is presumed clearly that the new unknown explosive vaporous expansion pressure by the magnetism occurred prior 
to explosive thermal expansion pressure by conventional combustion when a combustion course of conventional fuel oil in 
a cylinder of an engine is considered naturally. 



(b) When fuel oil is burnt originally, at first after fuel oil was vaporized and was gasified, then the fuel oil reacts to oxygen 
molecule and is burnt by chemical reaction with generating heat. 

(c) According to the characteristic of nature physical phenomenon about combustion of fuel oil, at first fuel oil is 
vaporized and at second the fuel oil that has been vaporized always can be burnt for the first time. 

(d) All phenomenon above are the conclusions that were proved with the phenomenon that occurred in a test of " 
Reference literature 1 ". 

(e) As is stated above, it cannot but be thought that the new unknown explosive expansion pressure by the magnetism 
has been generated prior to the explosive thermal expansion pressure by conventional combustion in running tests of test 
example item (A-1 7-1 ) and item (A-1 7-2) and item (A-1 7-3) and item (A-1 7-4) and item (A-1 7-5). 

(A-1 7-6) It was proved that the new unknown explosive vaporous expansion pressure 

by the magnetism occurred already in combustion in a cylinder of a heat 
engine. 

(a) Therefore, by phenomenon of item (1 6-1 ) and item (1 6-2) and item (1 6-3) and item (1 6-4) and item (1 6-5) it could 
be confirmed that the phenomenon that the new unknown vaporous expansion pressure by the magnetism occurred in a 
cylinder was a truthful phenomenon. 

(A-1 8) About the cause that the new unknown explosive vaporous expansion pressure 
by the magnetism is generated, 

(a) The electronic energy by magnetism induced to a atom of fuel oil by the use technology of a "Special synthetic 
magnetic field" produces the new unknown explosive vaporous expansion pressure by the magnetism as trigger by 
adiabatic expansion in a sealing space of a cylinder. 

(b) It is considered that new unknown explosive expansion pressure by the magnetism is generated as trigger caused by 
adiabatic expansions by the gasoline that is introduced to a cylinder and the light-oil that is jetted to a cylinder. 

(A-1 9) About a shortening of the conventional combustion time in a cylinder of a heat 
engine with the fuel oil by the use technology of a "Special synthetic magnetic 
field", 

(A-20) About a problem in combustion technology in a cylinder of the conventional 
heat engine, 

(a) Generally, the injection-quantity of fuel oil that is used by conventional heat engine has been considered technically 
so that all quantity of the fuel oil that is jetted to a cylinder can be burnt out completely. 

(b) In other words, the fuel oil in imperfect-combustion is exhausted to exhauster from a cylinder is cooled in exhaust 
pipe, and various kinds of harmful exhaust-gases are generated and are exhausted to atmospheric air and therefore it has 
been considered so that atmospheric environment can be prevented from pollution. 

(c) Therefore, the condition that the fuel oil being jetted in a cylinder and the atmospheric oxygen molecule introduced 
to a cylinder, become the mixed state that can be burnt out completely in combustion process of a cylinder, is the 
indispensable condition. 

(d) Further, a minimum time to mix evenly by a current phenomenon of the air making innumerable minute whirlpools of 
the air that was introduced to form the air-fuel mixture that can burn out completely in combustion process in a cylinder 
and diffusion phenomenon of molecule of fuel oil, is necessary. 

(e) Therefore, a combustion technology in heat engine cannot but receive the limit by a flowing principle of air basically to 
use natural phenomenon itself in conventional combustion technology of fuel oil of an engine, and therefore a shortening 
of combustion time by perfect combustion cannot but be limited greatly. 

(f) As is stated above, because there was the technical timely reason that only a few quantity that has been limited very 



strictly has been jetted to a cylinder, quantity of the fuel oil that is jetted to a cylinder cannot but be decided with 
condition of forming of air-fuel mixture. 

(g) Therefore, the above facts have become the biggest difficult problem and have become an unsolved everlasting 
theme in conventional technology of an engine. 

(A-20-1 ) About combustion of fuel oil by the use technology of "Special synthetic magnetic field" in an engine of a 
conventional heat engine. 

(a) By the way, according to the fuel oil and the air by the use technology of "Special synthetic magnetic field", the 
difficult problem about the combustion of fuel oil in the conventional engine technology that has not been able to be 
solved basically until now can be solved completely. 

(b) It cannot but be thought that new unknown explosive vaporous expansion pressure by the magnetism has been 
occurred by using the fuel oil by technology of a "Special synthetic magnetic field" to a heat engine. 

(c) In other words, It has been made clear by the test in "Reference literature 1 " that the electronic energy by the 
magnetism that is induced to atom of fuel oil by electromagnetic induction by a use technology of "Special synthetic 
magnetic field" becomes equivalent to inconceivably big thermal energy. 

(d) Therefore, because an new unknown molecular motion by the magnetism in fuel oil and air occurs big inconceivably, 
molecules of fuel oil and air become intense excitation state with a new unknown molecular motion by the magnetism, 
and as a result the viscosity of fuel oil and air decreases dramatically inconceivably. 

(e) Therefore, particularly the fuel oil is subdivided to corpuscle that can attain to near size to molecule by intense new 
unknown molecular motion by the magnetism, and becomes the ideal mixed gas with fuel-air which can be burnt 
completely. 

(f) Therefore, as for the combustion in a cylinder of an engine, ignition time and propagation speed of a flame become so 
quick as not to be able to think in conventional engine technology and the combustion scatters to molecules of fuel oil in 
sequence and spreads explosively. 

(g) Therefore, combustion time of fuel oil in a cylinder shorten inconceivably in conventional engine technology, as a result 
"After-burning" with the non-combustion gas hardly occurs. 

(h) Furthermore, because a new unknown explosive vaporous expansion pressure by the magnetism is generated when 
the fuel oil jetted into a cylinder, the time for vaporization is generated with so microscopic time that cannot be thought 
by conventional engine technology and science. 

(i) As is stated above, in conventional heat engine, the revolutionary decrease effect of fuel consumption and exhaust- 
gas is caused by combustion time of the fuel oil that becomes so short as not to be able to be thought in conventional 
engine technology and science in a cylinder. 

(A-21 ) About a "Torque transfer efficiency" by the explosive expansion pressure to 
a piston in a cylinder of a heat engine, 

(a) Therefore a jet to a cylinder of an engine becomes possible by delaying the injection timing so that can avoid the 
movement part of a piston that "Torque transfer efficiency" is almost 0 just after explosion process. 

(b) It is the important technology that occurrences of the new unknown explosive vaporization expansion pressure by 
the magnetism and the explosive thermal expansion pressure by conventional combustion must be avoided in the position 
of a piston that "Torque transfer efficiency" is almost zero just after explosion process. 

(A-22) About the reason that occurrence of harmful exhaust-gas largely decreased 
by test of "Reference literature 1 ," 

(a) About a supply system of fuel oil by the use technology of a "Special synthetic magnetic field" in normal heat engine, 



(b) By the way, according to fuel oil by the use technology of a "Special synthetic magnetic field", the numerical value of 
rotation of output axis of an engine heightens. 

(c) A supply system for fuel oil always is keeping a fixed numerical value of rotation of an engine generally. 

(d) When the numerical value of rotation of output axis of an engine heightened, the quantity of the fuel oil that is jetted 
to a cylinder is adjusted so suitably that a supply system of fuel oil can decrease a quantity of fuel oil automatically. 

(e) Therefore, when fuel oil is used by use technology of a "Special synthetic magnetic field" the quantity of fuel oil 
decreases caused by occurrence of the new unknown explosive expansion pressure by the magnetism. 

(f) In order words, only the quantity of fuel oil that is equivalent to the decreasing quantity of fuel oil, decreases 
automatically and becomes a condition to be jetted to a cylinder by a supply system of fuel oil. 

(g) Further, according to the fuel oil by the use technology of a "Special synthetic magnetic field", the harmful exhaust- 
gas by non-combustion is decreasing dramatically from the consequence of running test of a "Reference literature 1 " and 
is occurring hardly. 

(h) Therefore in running test of a "Reference literature 1 " it is thought that a "After-burning" did not be generated in a 
cylinder because combustion time of the fuel oil used by the use technology of a "Special synthetic magnetic field" was 
shortened than combustion time of the conventional fuel oil. 

(A-23) About the effect on micro-particulate matter particularly, 

(a) In addition, the fuel oil introduced and jetted to a cylinder produces the new unknown explosive vaporous expansion 
pressure by the magnetism. 

(b) In other words, fuel oil is subdivided in a state of molecular level in a cylinder because the electronic energy by 
magnetism induced by electromagnetic induction to a atom of fuel oil by the use technology of a "Special synthetic 
magnetic field" is released with explosive expansion into a cylinder. 

(c) Therefore, according to the fuel oil, as for the micro-particles such as micro-particulate matter (PM2.5) in exhaust-gas 
of a heat engine, any micro-particles are generated hardly theoretically by a use technology of a "Special synthetic 
magnetic field". 

(A-24) About a utility effect about the big decrease in occurrence of the harmful 
exhaust-gas exhausted by a heat engine, 

(a) About a hopeful effect about the big decrease in occurrence of the harmful exhaust-gas exhausted by a heat engine, 

(b) It is clear to demonstrate very epoch-making economical profit, and big effects in prevention of global warming-up 
(C02) and air-pollution even if it was only the decrease rate of 1 0 %~20 % of fuel consumption that have been already 
achieved with a heat engine in running test in "Reference literature 1 ". 

(c) By effect in a test of "Reference literature 1 ", it can be expected that only a "E-oiler" or only a "Trans-master" is 
used socially and widely as new epoch-making processing unit of every exhaust-gases of a heat engine because every 
exhaust-gases by a heat engine were decreased hardly till now. 

(A-25) About the huge energy that can be saved by only a "E-oiler" and a 

"Trans-master" without the conventional "Urea SCR system" and "Catalyst" 
and "Filter", 

(a) The effects that were already confirmed by the tests of "Reference literature 1 " can be thought hardly in 
conventional engine technology. 

(b) The effects for the economical profit and for the prevention of global warming-up and for the prevention of air- 
pollution caused by enlargement of a big decrease rate of the fuel consumption, are big immeasurable so dramatically as 
not to be able to be thought absolutely in conventional engine technology. 



(c) By the way, a light filter and a catalyst and a urea SCR system as processing unit of exhaust-gas of conventional 
engine are the systems that can only detoxicate to prevent environmental pollution by the harm exhaust-gas exhausted 
with an engine by imperfect combustion. 

(d) Therefore, because the filter and the catalyst and the urea SCR system that are used socially widely in a conventional 
heat engine cannot change the imperfect combustion gas that was exhausted by an engine for the perfect combustion 
gas, combustion efficiency of fuel oil cannot be heightened and carbon dioxide (C02) cannot be decreased too. 

(e) Therefore, by the use technology of a "Special synthetic magnetic field", the heat engine that is being used 
conventionally can save enormous big energy that is generated by producing the products of an "urea SCR system" and 
of a "catalyst" and of a "filter". 

(f) Furthermore, the enormous big energy to use and to maintain an "urea SCR system" and a "catalyst" and a "filter" 
widely socially, is also omitted as unnecessary energy. 

(g) Therefore the enormous big decrease quantity of carbon dioxide (C02) and oxides of nitrogen (NOx) can be achieved 
at the same time by occurrence of the new unknown explosive vaporous expansion pressure by the magnetism with the 
use technology of a "Special synthetic magnetic field". 

(A-26) About cleaning action of exhaust-gas of fuel oil by the use technology of 
a "Special synthetic magnetic field", 

(a) The fuel oil by the use technology of a "Special synthetic magnetic field" is in the state that still has some energy of 
molecular motion by the magnetism without releasing all energy of molecular motion by the magnetism completely after 
combustion in a cylinder. 

(b) After fuel oil by the use technology of a "Special synthetic magnetic field" is burnt in a cylinder, the micro-particles of 
carbon which adhered tightly to every inner wall of an exhaust system by strong removing action by the exhaust-gas is 
exfoliated completely. 

(c) Therefore, the cleaning state of exhaust pipe is always maintained by the fuel oil of the use technology of a "Special 
synthetic magnetic field". 

(d) Furthermore, as for used cars, because the exhaust resistance of an exhaust pipe in an engine is lost almost, the 
decrease rate of the fuel consumption is heightened greatly. 

(A-27) About an release of the electronic energy by the magnetism that was induced 
to atoms of fuel oil and water and air by electromagnetic induction by a use 
technology of a "Special synthetic magnetic field", 

(A-27-1 ) About fuel oil of a heat engine in "Reference literature 1 ", 

(a) As for fuel oil in a heat engine it is considered that new unknown explosive expansion pressure by the magnetism is 
generated as trigger caused by adiabatic expansions by the gasoline that is introduced to a cylinder and the light-oil that is 
jetted to a cylinder. 

(b) As for fuel oil by the use technology of a "Special synthetic magnetic field", energy of molecular motion by the 
magnetism is released as the new unknown explosive vaporous expansion pressure by the magnetism in sealing space of a 
cylinder of an engine suddenly by adiabatic expansion. 

(A-27-2) About fuel oil in a burner of a boiler in "Reference literature 1 ", 

(a) By the way, in a burner of a boiler, the electronic energy by the magnetism induced to fuel oil by the use technology of 
a "Special synthetic magnetic field" is released almost as thermal energy with combustion of fuel oil. 

(b) In other words, because quantity of heat in fuel oil with combustion is increased by the electric energy by the 
magnetism that was induced to the atomic of fuel oil, the decrease rate of the fuel consumption is heightened. 



(c) In addition, according to the combustion of normal kerosene with an alcoholic lamp, flame becomes red. 

(d) However, according to the fuel oil by the use technology of a "Special synthetic magnetic field", gush pressure of 
flame increases and temperature of flame becomes high and becomes the flame color that is near yellow rather than red. 

(e) Furthermore, the effect that the new unknown explosive vaporous expansion pressure by the magnetism that 
occurred in a test of "Reference literature 1 " gives to conventional engine power and exhaust-gas, is epoch-making and is 
generated so dramatically as not to be able to be thought. 

(f) Therefore the performance of an engine is stable for a long term and is maintained in excellent state. 

(g) Though many engines with the fuel oil by the use technology of a "Special synthetic magnetic field" have been used 
already during 1 5 years, the state to affect performance of an engine adversely does not occur at all. 

(h) Therefore, in the present state, the difficult global problem that an energy supply in parallel with an inhibition of 
carbon dioxide (C02) must be achieved together at the same time, can be solved already virtually because every exhaust- 
gas in carbon dioxide (C02) particularly can be decreased greatly. 

(A-28) About presumption of the magnitude of the new unknown explosive vaporous 

pressure by the magnetism that the occurrence has been proved already in a 
test in "Reference literature 1 ". 

(a) By the way, it is thought that energy of molecular motion by the magnetism occurs to molecules of fuel oil by 
electronic energy induced to an atom of the fuel oil by the electromagnetic induction by a use technology of a "Special 
synthetic magnetic field". 

(b) Therefore the viscosity decreases dramatically without giving a heat at all, according to fuel oil in a heat engine by a 
use technology of a "Special synthetic magnetic field". 

(c) On the other hand, viscosity of conventional fuel oil can be decreased only when the energy of molecular motion of 
fuel oil by heat is given. 

(d) Therefore, by giving heat to conventional fuel oil, magnitude of energy of molecular motion by the magnetism is 
judged as the energy being equivalent to heat quantity given to conventional fuel oil by comparing the state of a 
decrease in viscosity of conventional fuel oil and the state of a dramatic decrease in viscosity by occurrence of energy of 
molecular motion by the magnetism. 

(e) However, when conventional fuel oil is heated, the state of a decrease in viscosity of conventional fuel oil decreases 
gradually, but because the temperature with a target viscosity of conventional fuel oil attains to too high temperature 
and becomes very dangerous state, a heating of conventional fuel oil cannot but be stopped. 

(f) Therefore it is confirmed that the viscous decreasing state with the heating in temperature exceeding 1 80 degrees 
centigrade is far inferior to a dramatic decrease state of edible oil by the use technology of a "Special synthetic magnetic 
field". 

(g) Therefore, the real image of a new unknown explosive vaporous expansion pressure by the magnetism that is a energy 
to have to convert the magnitude of electronic energy by the magnetism into big heat quantity, cannot but be presumed. 

(h) Of course, energy of molecular motion being equivalent to the big heat quantity that was added by the conventional 
fuel oil mentioned above is a new unknown explosive vaporous expansion pressure by the magnetism itself. 

(i) Therefore, a occurrence of the new unknown explosive vaporous expansion pressure by the magnetism in 
conventional combustion of a cylinder, can be given the theoretical foundation of the "Ultimate engine development" that 
must be used only a new unknown explosive vaporous expansion pressure by the magnetism. 

(j) In other words, as for a "Ultimate engine development" input of engine becomes electronic energy by the magnetism 
induced to an atom of fuel oil by the electromagnetic induction by the use technology of a "Special synthetic magnetic 



field" and fuel oil is used only as a circulation medium of electronic energy by the magnetism. 

(k) Therefore, in this case, the difficult global problem that an energy supply in parallel with an inhibition of carbon 
dioxide (C02) must be achieved together at the same time may be solved perfectly because every exhaust-gas can be 
extinguished at all. 

(I) Please refer to a "Ultimate engine development" in item (F) below for the detail. 

(A-29) About a bad effect by dramatic viscosity decrease in fuel oil by a use technology 
of a "Special synthetic magnetic field", 

(a) Ability for cut off of the ball valve that is based on a "Japanese Industrial Standard" is lost because viscosity of fuel 
oil by the use technology of a "Special synthetic magnetic field" decreases so dramatically as not to be able to be 
thought about neither fuel oil nor an aqueous solution and a fuel-air mixture. 

(b) The bad effect mentioned above always occurs in spite of the light oil and the heavy oil that have big viscous values 
in a truck or ship by the use technology of a "Special synthetic magnetic field". 

(c) Therefore, the valve consisting of the basic construction which used ball according to fuel oil and water and air by the 
use technology of a "Special synthetic magnetic field" cannot be used. 

(d) Therefore, particular attention technically is needed because fuel oil and water and air by the use technology of a " 
Special synthetic magnetic field" cannot be used with not only the system that a ball valve has been used already with 
but also a new system. 

(A-30) About the results in a heat engine by fuel oil by the use technology of a 
"Special synthetic magnetic field", 

(a) By many tests of a heat engine in "Reference literature 1 ", the various kind of useful performances and a big decrease 
rate of fuel consumption in the engine already are maintained for a long term as it is till now. 

(b) In addition, "E-oiler" have been already used without any trouble in the heat engine of more than 2,000 except the 
heat engine that was carried out with "Reference literature 1 " until today. 

(c) Furthermore, the effect that the new unknown explosive vaporous expansion pressure by the magnetism that 
occurred in a test of "Reference literature 1 " gives to conventional engine power and exhaust-gas is epoch-making so big 
as not to be able to think. 

(d) Therefore, the fact that the performance of an engine is being stable for a long term and is being maintained in 
excellent state, is already being proved. 

(e) Though many engines with the fuel oil by the use technology of a "Special synthetic magnetic field" have been used 
already during 1 5 years, any obstacle to performance of an engine is not being generated at all, on the contrary 
performance of an engine is heightening a little. 

(f) Therefore, in the present state, the difficult global problem that an energy supply in parallel with an inhibition of 
carbon dioxide (C02) must be achieved together at the same time, can be solved already virtually because every exhaust- 
gas in carbon dioxide (C02) particularly can be decreased greatly. 

(A-3 1 ) About a "Speed control system of the fluid", 

(A-3 1 -1 ) About a ability of the conventional "Parallel current sharing appliance" 
used to a large vehicle with "Reference literature 1 ", 

(a) By the way, when the velocity of the fuel oil that is flowing in the inside of fuel hose to send fuel oil to an engine is too 
quick, a "Parallel current sharing appliance" is used. 

(b) Therefore, the flow velocity of the fuel oil that is flowing in the inside of plural sharing pipes are decreased greatly by a 



"Parallel current sharing appliance". 



(c) In other words, the flow speed of fuel oil becomes the flow velocity that can generate big characteristic variation, 
namely a "Resonance phenomena" by the electromagnetic induction. 

(d) In other words, the fuel oil of the excessive quantity is sent to an engine to prevent overheat of a fuel pump and cools 
fuel pump and the fuel oil that was not jetted into the inside of a cylinder is returned to a fuel tank and is cooled again. 

(e) By the way, normally when an automobile is used, speed is changed from idling state to the state of top speed in the 
normal large vehicle. 

(f) However, according to the conventional "Parallel current sharing appliance", a decrease rate of the fuel oil was 
achieved by the big decrease rate of the fuel oil by only narrow speed breadth by the most effective passage speed of 
the fuel oil being flowing into the fuel hose. 

(g) In this case, as for the distributive state of the decrease rate of the fuel consumption, the most effective passage 
speed becomes the top point, and in accordance with away from both side directions from the top point, a decrease 
effect of the fuel consumption declines greatly. 

(h) Therefore, generally if fuel oil of large vehicle is used with the most effective passage speed in all speed regions, the 
decrease effect of fuel consumption is used 1 00% perfectly. 

(i) However, according to the conventional "Parallel current sharing appliance", it is presumed that the decrease effect of 
fuel consumption of only less than 1 0 % ~ 20 % is used. 

(j) As is stated above, though a use state of the decrease effect of the fuel consumption according to the conventional " 
Parallel current sharing appliance" that was used already in large vehicle in "Reference literature 1 ", a decrease rate of 
1 0%~20% of the fuel consumption so big as not to be able to be thought in conventional engine technology was 
provided as it is. 

(A-31 -2) About a fuel revolution of a heat engine by a "Speed control system of 
the fluid," 

(a) According to the "Parallel current sharing appliance" used to a large vehicle in a test of "Reference literature 1 " 
current velocity of fuel oil always changes according to a change of speed from an idling state of the large vehicle to a 
high speed state. 

(b) However, the state of fuel consumption of a heat engine decreases greatly caused by a use technology of a "Special 
synthetic magnetic field", only when current velocity of fuel oil exists in the speed region of the most effective passage 
speed having the small breadth that was limited. 

(c) In other words, the constant breadth of the most effective passage speed of fuel oil of a heat engine cannot but be 
become small originally because flow velocity of fuel oil caused by a "Resonance phenomena" of molecular motion of fuel 
oil occurs suddenly. 

(d) By the way, according to the ability of a "Speed control system of the fluid", the most effective passage speed can 
be always kept in all current velocity of fuel oil of the automobile which is changed from the idling state to the top speed 
automatically. 

(e) Furthermore, 1 0%~20% of the decrease rate of the fuel consumption were already achieved in many tests in a heat 
engine of "Reference literature 1 " in current velocity of the fuel oil considered to be the most effective passage speed. 

(f) Therefore, the decrease rate of the fuel consumption to reach unbelievable decrease rate can be possible enough 
theoretically when conventional "Parallel current sharing appliance" is exchanged with a "Speed control system of the 
fluid" and is used. 

(g) According to the "Speed control system of the fluid," a decrease rate of revolutionary fuel consumption must be got, 
even if test is carried out by the speed that was considered to be the most effective passage speed that was used 



already in a test of "Reference literature 1 " that consequence became clear. 

(h) Therefore, it cannot but be said that the technical development of a "Speed control system of the fluid" in a heat 
engine has established the revolutionary technology that can heighten the decrease rate of the fuel consumption so 
greatly as not to be able to think in the conventional engine technology. 

(A-32) About a characteristic variation of oxygen molecules of water and air in 
"Reference literature 1 ", 

(a) A dramatic big characteristic variation with different dimension in physical phenomenon by the electronic energy by 
magnetism that was induced to atoms of water and air so greatly that cannot be thought conventionally by the use 
technology of a "Special synthetic magnetic field" is generated to oxygen molecule particularly. 

(b) Oxidation ability to be generated to water and air by the use technology of a "Special synthetic magnetic field" is 
different perfectly fundamentally from conventional oxidation ability with conventional oxygen molecules in the 
conventional technology. 

(c) In other words, according to the oxygen molecules of water and air by the use technology of a "Special synthetic 
magnetic field", anaerobic bacteria (putrefactive bacteria) and anaerobic creature are sterilized selectively automatically. 

(d) On the contrary aerobic bacteria (yeast fungus) and aerobic creature are grown up selectively automatically at the 
same time. 

(e) In addition, the effects by the stronger characteristic variations that exceeds the characteristic variations of water 
and air in " Reference literature 1 " can be gotten clearly by the water and the air. 

(f) In addition, because the big dramatic characteristic variation with the different dimension in physical phenomenon is 
produced to water and air, the medical care effect that is fundamentally different from the medical care effect by 
conventional radiation is generated so that cannot be thought in conventional medical technology and science by many 
example tests about the water and the air in "Reference literature 1 ". 

(A-33) About a variation of oxidation oxidation-reduction potential of water by a 
"Trans-master" in "Reference literature 1 ", 

(a) About variation of oxidation-reduction potential (ORP) of water in the example executed (1 ) 

(b) The data that variations of oxidation-reduction potential (ORP) of water by a "Special synthetic magnetic field" with 
alternating current electromagnet were measured are shown as below. 

(c) A rise of temperature of 1 4 degrees Celsius of water is a rise in temperature of gear pump in fluid facility for the test. 

(d) When water cut a "Special synthetic magnetic field" caused by alternating current electromagnet with the most 
effective passing speed, oxidation-reduction potential (ORP) of water abnormally decreases with conventional water 
inconceivably. 

(e) The repetition number of times to pass through "Trans-master" in quantity of the water that was fixed is expressed 
with "N" in the following test. 

(f) In the case of "N" = 0 : ORP = 37mv 

(g) In the case of "N" = 50 : ORP = 20mv 

(h) In the case of "N" > 5 0 : ORP converges to 37mv. 

(i) Therefore, according to conventional water, the numerical value of ORP=20mv~1 5mv of the water that were 
generated to the following test data is inconceivable numerical value. 

(j) A "Reference literature 2" : Technology of "Special synthetic magnetic field" : the section 25 in chapter 3-2 



(A-34) About a sterilization test with water by a "Trans-master" for normal bacteria 
in "Reference literature 1 ", 

(a) About the test of sterilization effect on general bacteria of tap water by 
"Trans-master", 

(b) "Hokuriku hygiene research institute Foundation" was requested from Kyousin Kougyou Co., for a test of sterilization 
performance of "Trans-master". 

(c) When a "Trans-master" did not be used a public bacteria in tap water was "24 / ml", and when a "Trans-master" was 
used a public bacteria in tap water decreased to "2 / ml". 

(d) As is stated above, the test report already proved the fact that could sterilize the bacteria included in tap water by 
the use technology of a "Special synthetic magnetic field" caused by alternating current electromagnet, by an inspection 
of quality of tap water by the public check organization of tap water by a "Trans-master". 

(e) According to the conventional purification technology of water, sodium hypochlorite of the chemical synthesis 
material remaining behind in tap water particularly is dismantled and disappears inconceivably by oxygen molecules of 
water by the "Trans-master" constituted by alternative current electromagnet. 

(f) "Reference literature 3" : Technology of "Special synthetic magnetic field" : section 25 in chapter 3-2 

(A-35) About characteristic variation of the concrete with the water by a 
"Trans-master" in "Reference literature 1 ", 

(a) About water of concrete, 

(b) It is not only the national theme but also a global theme conventionally to develop a technique to actualize a increase 
in intensity of concrete and reinforced concrete for a increase of safety and for a increase of a life span of public facilities 
and buildings. 

(c) According to the water that is used to reinforced concrete that viscosity was decreased greatly dramatically by a " 
Trans-master", the increases of a life span and a intensity particularly and solidification speed are increased remarkably 
and as a result can shorten remarkably the construction period. 

(d) Furthermore, a water reducing agent to use in the conversion products of the concrete is curtailed greatly or can 
perfectly be omitted. 

(e) A "Reference literature 3" : Technology of "Special synthetic magnetic field" : section 24 in chapter 3-2 

(A-36) Many know how exists about the example that was executed mentioned above 
in "Reference literature 1 " and "Reference literature 2" and "Reference 
literature 3" 

As is stated above, It is the main technology and effects in "Reference literature 1 " and "Reference literature 2" and " 
Reference literature 3" that could be gotten with fuel oil in a heat engine and with water and air in the fluid system. 

(B) In "Improvement of the first step", because a important improvement point is added to the test of "Reference 
literature 1 " that was already carried out in the (A), the effect of the use technology of "Special synthetic magnetic field" 
is more heightened. 

The important improvement point mentioned above is to use the fuel oil of the conventional engine that was already used 
in "Reference literature 1 " in the condition of the most effective passage speed. 

By the way, the conventional engine that was used in "Reference literature 1 " is used as much as possible to the engine 



used from (B) "Improvement of the first stage" to (E) of "development I of ultimate engine". 
Process 

As for the test of "Reference literature 1 " that was already carried out in (A) as above, the flow velocities of fuel oil and 
water and air were carried out by the test that were considered to be the most effective passage speed to cut a "Special 
synthetic magnetic field". 

Means 

The most effective passage speed that the biggest characteristic variation is obtained about fuel oil and water and air is 
decided technically scientifically. 

Purpose 

The method for perfect solution of the abnormal state with noise that already was generated to an engine of automobile 
in item (A-1 3) and item (A-1 4) mentioned above in a running test by fuel oil by the use technology of a "Special synthetic 
magnetic field" is made clear below. 

When the most effective passage speed is used to a heat engine and fluid appliance, the technology and the consequence 
expected are explained with "Improvement of the first step" (B) below. 

(B-1 ) The most effective passage speed of fuel oil without influences of a size and a 
type in the heat engine is established technically below. 

(a) The decrease rate of the fuel consumption in the many running tests of a heat engine that were already carried out in 
"Reference literature 1 " can more be heightened by the condition of the most effective passage speed of fuel oil. 

(b) The most effective passage speed of fuel oil to use in an engine must be measured and decided so that the cycle of 
the "Special synthetic magnetic field" that fuel oil cuts can agree with the natural frequency that fuel oil originally has. 

(B-2) About decision means of the most rational speed of the fuel oil being flowing 
in the inside of fuel hose when automobile is a running with every speed. 

(B-2-1 ) For maximizing the decrease rate of the fuel consumption of the automobile 
a running on a road, 

(a) By the way, the most effective passage speed having constant-breadth always must be kept in the fuel oil being 
flowing in the inside of fuel hose. 

(b) Therefore, the most biggest effect by the biggest characteristic variation of fuel oil always can be generated by a " 
Speed control system of the fluid" with the use technology of a "Special synthetic magnetic field". 

(c) Therefore, in a condition including all running conditions of the automobile, decision of speed of the fuel oil being 
flowing in the inside of fuel hose and decision of the most effective passage speed having constant-breadth by the use 
technology of a "Special synthetic magnetic field" are necessary. 

(B-2-2) About decision of the speed of the fuel oil flowing inside of fuel hose of 
an automobile, 

(a) By the way, at first the speed of fuel oil in the inside of fuel hose that use state of an engine can be reflected in all 
running conditions of an automobile to realize the big decrease rate of the fuel consumption of an automobile, must be a 
decided generally. 

(b) Generally when driving state of an engine is changed by usage method of an automobile, speed of the fuel oil being 
flowing in the inside of fuel hose is changed by the distance of accelerator pushed down. 

(c) Namely, the fuel consumption consumed in an engine is increased or decreased too. 
(B-3) About epoch-making effect of a "Speed control system of the fluid", 



(a) Even if speed of the fuel oil being flowing in the inside of fuel hose changes, the "Speed control system of the fluid" 
which can keep the most effective passage speed is always used. 

(b) According to a "Speed control system of the fluid", the most effective passage speed can be kept always 
automatically in spite of every variations in velocity of fuel oil being flowing in the inside of fuel hose regardless of 
magnitude and type in an engine and regardless of kind of fuel oil. 

(c) In other words, according to a "Speed control system of the fluid," effect of a maximum decrease in the fuel 
consumption can be actualized always so dramatically as not to be able to be thought in conventional heat engine in a test 
of "Reference literature 1 ". 

(B-3-1 ) About condition for a use of a "Speed control system of the fluid", 

(a) By the way, it is important to grasp the fuel consumption exactly beforehand to confirm effect of a "Speed control 
system of the fluid" used in the following. 

(b) In addition, conditions for a use of fuel oil in an engine of the following automobile must be satisfied when a "Speed 
control system of the fluid" is used. 

(c) In other words, when a "Speed control system of the fluid" is inserted in midway part of fuel hose and is used, the 
quantity of fuel oil that is sent to an engine must be sent till an engine without a increase or a decrease in principle 
perfectly. 

(d) The above though a principle in quantity of fuel oil exists, it is the very difficult technology for realization clearly that 
the current velocity of the fuel oil that is sent to an engine being flowing in the inside of fuel hose in an automobile is 
converted always to only the most effective passage speed having constant-breadth. 

(B-4) About decision method of specific fuel consumption by conventional fuel oil, 

(a) In this case, according to conventional driving state of an automobile, average value of speed of the fuel oil (cm / one 
second) being flowing in the inside of fuel hose of an engine in all driving states must be used as general speed of fuel oil in 
conventional automobile. 

(b) Therefore, an average value of speed of fuel oil per one second including all changes of velocity of fuel oil in 
conventional driving state of an automobile from a start to a end is treated as a basic speed data. 

(B-4-1 ) About the average value of a speed of fuel oil, 

(a) Fuel speed per one second (cm /one second) being flowing in the inside of fuel hose of an engine for improvement of 
the decrease rate of the fuel consumption must be measured. 

(b) At first, when an engine is driven, all driving time (T minutes) during from a starting time to an ending time are 
totaled as sum total automatically, because a time counter is connecting to electric source terminal of engine key 
beforehand. 

(c) At second, numerical values of quantity of fuel oil on a starting time and a ending time each are recorded with fuel 
level indicator, and as a result a difference between both numerical values of quantity of fuel oil is expressed as total 
quantity of the fuel consumption (Q liter). 

(d) Furthermore, the effective average velocity of the fuel oil being flowing in the inside of fuel hose of an engine 
becomes clear by the sectional area (Scm) of a fuel hose and the total quantity of the fuel consumption (Q liter). 
That is, it is expressed with (1 ,000 Q) /(60 TS) = 1 6.7 Q/ TS (cm / sec) 

(e) Therefore, generally the average value of quantity of the fuel oil being flowing in the inside of fuel hose in all driving 
states of an automobile is used. 

(B-5) About the technology to decide the most effective passage speed of fuel oil, 



(a) As for the fuel oil in an engine by the use technology of a "Special synthetic magnetic field", the most effective 
passage speed of fuel oil having constant-breadth is measured and is decided so that cycle of the natural vibration that 
fuel oil has originally can agree with cycle of a "Special synthetic magnetic field" constituting alternating magnetic field . 

(b) By the way, speedometer of the non-contact type is attached on outside diameter of a guide pipe or guide hose to 
measure speed of the fuel oil being flowing in the inside of the guide pipe or guide hose, and further the generator with a 
output meter is connected as a load directly to a output axis of an engine of test automobile. 

(c) In this driving test on chassis-dynamometer, an accelerator is pushed down slowly and as a result amount of fuel 
supply to an engine is enlarged sequentially. 

(d) Similarly, passage speed of the fuel oil being flowing in the inside of the guide pipe or guide hose is increased 
sequentially and both passing speed of fuel oil and output of generator are measured at the same time and are recorded 
as a pair together. 

(e) Outputs of the generator are recorded with every passage speed of fuel oil as a pair of data. 

(f) Next, each pairs of data mentioned above are recorded on the graph that the lateral axis is constituted by passing 
speed of fuel oil and the vertical axis is constituted by output of generator, and as a result the graph is completed. 

(g) In this case, in the graph, as the increase of passage speed of fuel oil, the tendency that quantity of the fuel oil being 
supplied to an engine and the output of generator increase sequentially at the same time, appears. 

(h) As mentioned above, about the output of a generator that was already recorded in vertical axis in the graph, the 
moiety of the bigger output of a generator that is having a certain breadth than neighboring output of a generator is 
generated. 

(i) The passage speed of fuel oil in lateral axis corresponding to the moiety of the bigger output of a generator that is 
having a certain breadth becomes the most effective passage speed having constant-breadth. 

Q) At the same time, a "Resonance phenomena" caused by molecular motion of fuel oil with the bigger characteristic 
change in fuel oil, can be generated for the first time. 

(k) The most effective passage speed of fuel oil is decided by the technique mentioned above. 

(B-5-1 ) About matters for investigation when the most effective passage speed of 
the fuel oil is decided by a "E-oiler", 

(a) The most effective passage speed of gasoline and light oil and heavy oil must be decided each individually because a " 
Resonance phenomena" occurs each caused by only a peculiar natural oscillation in molecular structure of fuel oil . 

(b) In addition, attention is necessary because the most effective passage speed changes automatically by a variation of 
the dimension of the direction of movement of fuel oil in the permanent magnet constituting "E-oiler". 

(B-6) About a technology to decide the most effective passage speed of the water using 
"Trans-master", 

(a) About the measurement and decision means of the most effective passing speed of water, when a cycle of natural 
frequency of molecule motion in fuel oil that has originally agrees with the cycle caused by the "Special synthetic magnetic 
field" being cut by water, 

(b) In this case, "Oxidation reduction potential" of water becomes an index mark for decision of the most effective 
passing speed of water. 

(c) In the case of "Trans-master" the most effective passage speed of water being flowing in the inside of the plastics 
tubing that is wound directly on the primary coil of alternating current electromagnet as the secondary coil, must be used 
in measurements particularly. 



(d) However, the most effective passage speed of the water mentioned above is considered to be numerical value by 
measurement that is executed on conduit hose of a "Trans-master" virtually. 

(e) In every tests, quantity of water that is used newly must be exchanged always for the quantity being equivalent to 
quantity of the water that has been used already. 

(f) Further in the case of using a "Trans-master", because characteristic variation of water is increased when introduction 
number of times of water to a "Trans-master" increases, introduction number of times of water to a "Trans-master" from 
head-tank must be always the same introduction number of times in every tests. 

(g) By the way, with the conditions mentioned above every test is carried out to decide the most effective passage speed 
of water. 

(h) At first, introduction number of times of water introduced into the conduit hose of a "Trans-master" is always 
constant, and velocity of water is changed sequentially. 

(i) A passage speed of water in conduit hose of "Trans-master" is changed sequentially, and a oxidation reduction 
potential (ORP) of water in the every passage speed that was changed is measured in head-tank each. 

(j) Next, each pairs of data mentioned above are recorded into the graph that lateral axis constituted by passage speed 
of water and that vertical axis constituted by oxidation reduction potential (ORP) of water in head-tank, and as a result 
the graph is completed. 

(k) In this case, as for the graph, according to the increase of passing speed of water, the tendency that oxidation 
reduction potential of water in head-tank is decreased appears. 

(I) As mentioned above, about the output of a generator that was already recorded in vertical axis in the graph, the 
moiety of the bigger output of a generator that is having a certain breadth than neighboring output of a generator is 
generated. 

(m) The passage speed of fuel oil in lateral axis corresponding to the moiety of the bigger output of a generator that is 
having a certain breadth becomes the most effective passage speed having constant-breadth. 

(n) At the same time, a "Resonance phenomena" caused by molecular motion of fuel oil with the bigger characteristic 
change in fuel oil, can be generated for the first time. 

(o) The most effective passage speed of water is decided by the above. 

(B-6-1 ) About matters for investigation when the most effective passage speed of the 
water is decided by a "Trans-master", 

(a) Attention is necessary, because the most effective passage speed changes when frequency of alternating current 
power supply to use to a "Trans-master" is changed. 

(B-7) About a technology to decide the most effective passage speed of the air using a 
"E-oiler", 

(a) About the air that is used by a use technology of a "Special synthetic magnetic field" in an engine, the most effective 
passage speed of air is measured and is decided so that the cycle of the natural vibration that air has originally, can agree 
with the cycle of a "Special synthetic magnetic field" constituting alternating magnetic field. 

(b) Current velocity of air in a conduit hose is measured in the condition that "E-oiler" was attached on the outside 
diameter of conduit hose. 

(c) In this case, smell of a garlic becomes an index mark for decision of the most effective passing speed of air. 

(d) Further, by a use technology of a "Special synthetic magnetic field", a garlic is exposed to the air being flowing in the 
inside of the conduit hose that "E-oiler" was already attached. 



(e) Current velocity of air being flowing in the inside of conduit hose is changed sequentially and the current velocity of air 
changed is measured and is recorded further, the then numerical value by smell sensor is measured and is recorded at the 
same time. 

(f) Next, each pairs of data mentioned above are recorded into the graph that lateral axis constituted by passage speed 
of air in conduit hose and that vertical axis constituted by numerical value by smell sensor, and as a result the graph is 
completed. 

(g) In this case, in the graph, according to the increase of passage speed of fuel oil, the tendency that numerical value by 
smell sensor is increased appears. 

(h) As mentioned above, about the numerical value by smell sensor that was already recorded in vertical axis in the graph, 
the moiety of the bigger numerical value by smell sensor that is having a certain breadth than neighboring numerical 
value by smell sensor is generated. 

(i) The passage speed of fuel oil in lateral axis corresponding to the moiety of the bigger numerical value by smell sensor 
that is having a certain breadth becomes the most effective passage speed having constant-breadth. 

(j) At the same time, a "Resonance phenomena" caused by molecular motion of fuel oil with the bigger characteristic 
change in fuel oil, can be generated for the first time. 

(k) The most effective passage speed of air is decided by the above. 

(B-8) About effect by a "Speed control system of the fluid, 

(a) The effect expressed in item (A-3 1 ) and item (A-3 1 -1 ) and item (A-3 1 -2) of a 

"Speed control system of the fluid" by the scientific determination of the most effective passage speed, is actualized for 
the first time. 

(B-8-1 ) The decrease rate of the fuel consumption is heightened more in comparison 
with a test of "Reference literature 1 ". 

(a) Therefore, according to the running test with the most effective passage speed of only fuel oil, it is considered that 
the bigger decrease rate of the fuel consumption that exceed the decrease rate of the fuel consumption by running test in 
"Reference literature 1 " can be gotten without exception. 

(b) Furthermore, according to a "Speed control system of the fluid," bigger decrease rate of the fuel consumption than 
data of running test in "Reference literature 1 " 

is always actualized regardless of a type in an engine and performance in an engine and of fluid system. 

(c) Therefore, according to a "Speed control system of the fluid" the decrease rate of the fuel consumption of heat 
engine that insufficient data in running test in "Reference literature 1 " was left becomes big decrease rate of the fuel 
consumption so dramatically as not to be able to be thought conventionally. 

(B-8-2) The generation quantity of the harmful exhaust-gas decreases more in 
comparison with a test of "Reference literature 1 ". 

(B-8-3) States of characteristic variation of oxygen molecule of water and air are 
increased more in comparison with a test of "Reference literature 1 ". 

(a) Therefore, because bad effect by variation of the current velocity of fuel oil being flowing in the inside of fuel hose is 
dissolved by a "Speed control system of the fluid", a "E-oiler" and a "Trans-master" can be used always with the most 
effective passage speed in the heat engine. 

(B-9) About bad effect by a "Speed control system of the fluid", 

(a) According to a "Speed control system of the fluid" , the bad effect with abnormal state with noise of an engine 



becomes more difficult, because the abnormal state caused by the injection timing of the engine which occurred in " 
Reference literature 1 " becomes more intense. 

(b) The explanation about the abnormal state with noise of an engine which occurred in a test of "Reference literature 1 " 
is the same explanation as item (A-1 2) and item (A-1 3) mentioned above. 

(B-9-1 ) About solution to the abnormal state in an engine caused by ignition timing 
and injection timing, 

(a) It can be solved completely basically by only delaying injection timing. 
(B-1 0) Please refer to details of "Speed control system of the fluid". 

(a) My patent literature of "Speed control system of the fluid" will be announced officially in my "Home page" later. 
URL: http://www.vaporization-energy.com/ 

(C) In "Improvement of the second stage", the abnormal state with noise that was generated to an engine in the test of " 
Reference literature 1 " that was already carried out in the (A) can remove easily. 

Process 

It can be thought naturally that the abnormal state that the noise of the engine which was generated in a running test of " 
Reference literature 1 " does not decrease, becomes more intense than state in the (B) "Improvement of the first step". 

Means 

For dissolution of abnormal state of the engine mentioned above, it delays injection timing in an engine. 

When Injection timing of an engine is adjusted and is delayed, the technology and the consequence expected are explained 
with "Improvement of the second step" (C) below. 

(C-1 ) About reason and effect to delay ignition timing and injection timing of an 
engine of conventional heat engine, 

(a) Particularly, in " Improvement of the second step" (C), it delays ignition timing and injection timing of an engine about 
only the heat engine generating already abnormal state of an engine in a test of "Reference literature 1 ". 

(b) The explanation about the abnormal state of an engine which occurred in a test of "Reference literature 1 " is the 
same explanation as item (A-1 2) and item (A-1 3). 

(c) About the reason that can delay injection timing in a cylinder of heat engine by fuel oil of the use technology of a " 
Special synthetic magnetic field", 

(C-2) About explanation of fig. 4 ~ fig. 6, 

(a) About the explanation of the drawing, 
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(C-3) About improvement of a "Torque transfer efficiency", 
The effect by letting the ignition and injection timing of an engine delay is explained below. 
(C-3-1) Figure 4 is explained. 

(a) By the way, "M" expresses the moment constructed by a connecting rod and a crank arm in the position of a piston in 
figure 4. 

(b) "M" in vertical axis shows a rotation moment of the crank arm. 
"P" in lateral axis shows a position of the piston. 

(c) "A" shows "Upper dead point" and "B" shows "Bottom dead point" of a piston. 

(d) The moment "M" constituted by connecting rod and crank arm in "A" point and "B" point together is 0, but the 
moment "M" constituted in "C" point becomes the greatest moment "M". 

(C-3-2) Figure 5 is explained. 

(a) "Pi" in vertical axis shows explosive vaporous expansion pressure by the magnetism, and "P 2 " shows explosive 
thermal expansion pressure by conventional combustion. 



(b) "E-F-G-H" shows magnitude of the explosive vaporous expansion pressure by the magnetism. 

(c) "l-J-K-L" shows magnitude of the explosive thermal expansion pressure by conventional combustion. 

(d) "N" shows ignition and injection timing, and generally only "A-N" precedes "Upper dead point "A" of a piston. 

(e) "M-K-L" is quantity of the fuel oil that becomes "After-burning" and is exhausted as non-combustion fuel oil. 

(f) "N" in figure 5 shows the point of starting timing of ignition and injection that occurs just before an end of a piston 
compression stroke. 

(g) Therefore, the explosive thermal expansion pressure caused by conventional combustion to be generated in "Upper 
dead point" "A" of a piston acts as the brake that stops the rotation of crank journal temporarily. 

(h) Therefore, because the crank journal cannot but lose rotation inertia force, the crank journal greatly decreases " 
Torque transfer efficiency", and as a result enlargement of the fuel consumption of an engine is caused. 

(i) Next, in an explosion process the explosive thermal expansion pressure by conventional combustion acts continuously 
as pressure to press a piston from "Upper dead point" "A" to "Bottom dead point" of a piston. 

(j) In this case the air-fuel mixture of non-combustion that exists in interval of "M-L" becomes "After-burning" and is 
exhausted from a cylinder to exhauster just after the starting timing of an exhaust process of a piston. 

(k) In addition, when the fuel oil by the technology of "Special synthetic magnetic field" used for a running test of "Non- 
patent document 1 " is used, at first, explosive vaporous expansion pressure by the magnetism occurs prior to explosive 
thermal expansion pressure by conventional combustion in an explosion process. 

(I) In other words, the explosive vaporous expansion pressure by magnetism that is expressed in "E-F-G-H" to show in 
figure 5 occurs prior to explosive thermal expansion pressure by the conventional combustion expressed by "l-J-K-L". 

(m) Therefore, the starting pressure "E-F" of explosive vaporous expansion pressure by the magnetism occurs prior to 
the starting pressure "l-J" of explosive thermal expansion pressure by conventional combustion. 

(n) Therefore, in the case of the above ignition and Injection timing become quick timing state virtually. 

(o) Therefore, by the starting pressure "E-F" the reverse rotation force occurs in crank journal until a piston reaches " 
Upper dead point" from the starting timing of the explosive vaporous expansion pressure by the magnetism. 

(p) However, in this case even if the explosive vaporous expansion pressure by the magnetism is big, because the angle 
constituted by connecting rod and crank arm becomes almost 90 degrees, torque by the reverse rotation of a crank 
journal is very small and becomes nearly 0. 

(q) However, in this case, particularly the explosive vaporous expansion pressure by the magnetism and similarly the 
explosive thermal expansion pressure by conventional combustion that occur in "Upper dead point" "A" act together as 
the stronger brake of a piston that rotation of the crank journal is stopped temporarily. 

(r) Therefore, the rotation inertia force that the crank journal has cannot but be decreased greatly too and "Torque 
transfer efficiency" decreases more greatly, and as a result big enlargement of the fuel consumption is caused. 

(s) As is mentioned above, in the conditions of ignition and injection timing that was explained already in figure 5, a new 
unknown explosive vaporous expansion pressure by the magnetism generates noise and oscillation by an engine and as a 
result the decrease rate of the fuel consumption is decreased greatly. 

(t) The execution example such as the above occurred a little in many execution example of an engine in "Non-patent 
document 1 ". 

(u) As conclusion, when an engine has the condition of ignition and injection timing that was explained in figure 5, 
delaying the ignition and the injection timing of the engine is the most effective improvement means. 



(v) As a result we can get certainly so big decrease rate of the fuel consumption and exhaust-gas together as not to be 
able to think at all with a heat engine technology and science. 

(w) By the way, generally when the numerical value of the rotation of an engine power axis rises, fuel supply system of an 
engine can adjust automatically so that can decrease only quantity of the fuel oil being equivalent to the numerical value 
of the rotation that rose. 

(x) Therefore, when the fuel oil by technology of "Special synthetic magnetic field" was used in running test of "Non- 
patent document 1 ", and when the numerical value of the rotation of an engine power axis rose, quantity of the fuel oil 
being equivalent to the new unknown explosive vaporous expansion pressure by the magnetism that preceded, is 
decreased and is jetted to a cylinder automatically. 

(y) Even if ignition and injection timings delay because the combustion time of fuel oil is shortened greatly than 
conventional combustion, according to the combustion of fuel oil by technology of "Special synthetic magnetic field", 
harmful exhaust-gas by non-combustion hardly occurs because "After-burning" does not occur. 

(C-3-3) Figure 6 is explained. 

(a) Figure 6 expresses "Torque distribution curve figure" occurring in the crank journal in the position of a piston of an 



engine. 




(b) 


"T" 


of the vertical axis shows torque. 


(c) 


iipn 


of the lateral axis shows the position of a piston. 


(d) 


"A" 


shows "Upper dead point" and "B" shows "Bottom dead point" of a piston. 


(e) 


"C" 


shows the half-way point constituted by "Upper dead point" "A" and "Bottom dead point" "B" of a piston. 


(f) 


MQM 


is "Torque curve" only by explosive thermal expansion pressure by conventional combustion. 


(g) 


"R" 


is the "Torque curve" that the torque by new unknown explosive vaporous expansion pressure was added to the 



torque by explosive thermal expansion pressure by conventional combustion. 

(h) As is mentioned above, "Torque transfer efficiency" in near position of "Upper dead point" "A" of a piston is very 
small and is near 0, in explosion process of an engine of a heat engine 

(i) Therefore, generation rate of a new unknown explosive vaporous expansion pressure by magnetism can be maximized 
in a heat engine by the fuel oil and the air by technology of "Special synthetic magnetic field". 

(j) Above is the effect that generates to a heat engine when the fuel oil and air by technology of "Special synthetic 
magnetic field" are used at the same time. 

(C-4) About a decrease rate of the fuel consumption by improvement of a "Torque 
transfer efficiency", 

(a) Therefore, for dissolution of F-K-N-H occurring just before a piston reaches an "Upper dead point", it is necessary 
that timing of a ignition and a jet to a cylinder are far away as possible from the neighborhood of an "Upper dead point" 
that a "Torque transfer efficiency" is near 0. 

(b) Therefore, the harmful opposite rotation torque that is operated with a crank shaft is changed to effective 
conventional rotation torque. 

(c) Similarly, the pressure of a injurious stopping of rotation of a crank shaft is decreased greatly and a "Torque transfer 
efficiency" is heightened greatly too. 

(d) As a conclusion, new unknown explosive expansion pressure is used as a torque of an engine usefully perfectly and 



torque of an engine is enlarged greatly, and as a result fuel consumption of an engine can be decreased greatly. 

(C-5) About effect to occur by delaying ignition timing and injection timing in the 
conventional heat engine, 

(a) As is stated below, big decrease rate of the fuel consumption can be presumed clearly. 

(b) Namely, the decrease rate of the fuel consumption by delaying the timings of ignition and a jet in a cylinder of an 
engine exceeds far bigger than 20% of the decrease rate of the fuel consumption by running test in "Reference literature 
1". 

(c) In addition, because non-combustion gases are exhausted hardly from a cylinder, pollution of environment of the air by 
hydrocarbon (HC) and carbon monoxide (CO) and nitrogen oxide (NOx) and micro-particulate matter (PM2.5) of the 
poisonous gases that are exhausted from a heat engine, are prevented. 

(d) Therefore, according to the test result in "Reference literature 1 " when fuel oil and air were improved by the use 
technology of a "Special synthetic magnetic field", it will be proved clearly that the decrease rate of the fuel consumption 
that exceeded far 1 0%~20% is achieved. 

(e) The input energy caused by electronic energy by magnetism that is induced by electromagnetic induction becomes 
energy of very high level. 

(f) Therefore, the energy of motive power caused by the new unknown explosive vaporous expansion pressure by 
magnetism that occurs in a cylinder of heat engine becomes a energy of very high motive power at the same time. 

(C-6) The higher decrease rate of the fuel consumption that was actualized in item 
(B-8-1 ) mentioned above is unchangeable as it is. 

(C-7) Quantity of occurrence of harmful exhaust-gas is equal quantity in item (B-8-2) 
and is unchangeable as it is. 

(C-8) The state of a characteristic variation of oxygen molecules of water and air 
is equal state in item(B-8-3)and is unchangeable as it is. 

(C-9) The abnormal state with noise by fuel injection timing in an engine that was 
generated to item (B-8-4) mentioned above is solved completely. 

(D) In the (A) on a test of "Reference literature 1 " that was already carried out, 

the fuel consumption of the heat engine by using not only the fuel oil but also the air at the same time with the use 
technique of "Special synthetic magnetic field" can be decreased so dramatically as not to be able to be thought. 

Means 

An entrance of the air to be accommodated into a cylinder is remodeled so that the air by the use technology of a "Special 
synthetic magnetic field" can be introduced to a cylinder. 

A decrease rate of the fuel consumption of an engine can be heightened to maximum level. 

When the fuel oil and air mentioned above are used at the same time, the technology and the consequence expected are 
explained with "Improvement of the third step" (D) below. 

(D-1 ) About the remodeling of an engine in "Improvement of the third stage" (D), 

(a) In addition, the consequence of running test of a heat engine in "Reference literature 1 " is the test data that used the 
conventional air that did not use the use technology of a "Special synthetic magnetic field" at all. 

(b) In this case, the part remodeling of introducing air to a cylinder particularly is needed. 



(D-2) About the ultimate effect that used fuel oil and air by the use technology 
of a "Special synthetic magnetic field" at the same time, 

(a) Further, according to the running test by the most effective passing speed of fuel oil and air together, it is considered 
clearly that the biggest decrease rate of the fuel consumption that exceed far the decrease rate of the fuel consumption 
by running test in "Reference literature 1 " can be gotten. 

(b) In other words, the input energy caused by electronic energy by magnetism that is induced by electromagnetic 
induction becomes energy of ultra maximal level. 

(c) Therefore, energy of motive power in heat engine caused by the new unknown explosive vaporous expansion pressure 
by magnetism that occurs in a cylinder of heat engine, becomes energy of ultra maximal motive power at the same time. 

(D-3) According to fuel oil and air in heat engine by a use technology of a "Special 
synthetic magnetic field", combustion velocity of the mixed gas consisting 
of fuel oil and air becomes ultimate quick speed. 

(a) Because by a use technology of a "Special synthetic magnetic field" in a cylinder combustion velocity of the mixture 
gas by fuel oil and air becomes ultimate rapid speed, ignition timing and injection timing can be set in ideal timing. 

(b) Therefore, because oxygen molecule of air becomes the exciting state so dramatic as not to be able to be thought in 
conventional engine technology, mixing gas in a cylinder becomes ultimate complete state for combustion in the shortest 
time at the same time. 

(c) Because ignition timing and injection timing of fuel oil in a engine is adjusted most effectively by the action shortening 
formation time of the mixed gas by fuel oil and air in a cylinder particularly, a decrease rate of the fuel consumption can 
be heightened to ultimate high level. 

(D-4) About a ultimate decrease effect of exhaust-gas by the heat engine which used 
fuel oil and the air by the use technology of a "Special synthetic magnetic field", 

(D-4-1 ) Because the combustion temperature in the cylinder is the lowest 
temperature by the use technology of a "Special magnetic field", occurring 
quantity of oxides of nitrogen (NOX) becomes minimum. 

(a) Because non-combustion gases are exhausted hardly from a cylinder, pollution of environment of the air by 
hydrocarbon (HC) and carbon monoxide (CO) and nitrogen oxide (NOx) and micro-particulate matter (PM2.5) of the 
poisonous gases that are exhausted from a heat engine, are prevented entirely approximately. 

(D-4-2) The micro-particulate matter (PM2.5) exhausted from an engine by a use 
technology of a "Special synthetic magnetic field" decreases most big. 

(a) Particularly, because the fuel oil generates the new unknown explosive vaporous expansion pressure by magnetism in 
a cylinder, micro-particle of fuel oil is subdivided to molecular level. 

(b) Therefore, because in combustion of a cylinder the micro-particulate matter of not only PM2.5 but also smaller 
numerical value can occur hardly so dramatically as not to be able to be thought in conventional engine technology, 
polluting atmospheric environment by heat engine is not thought at all. 

(c) As above, when a remarkable big decrease rate of the fuel consumption is actualized, because quantities of fuel oil 
and carbon dioxide (C02) by a heat engine are decreased together dramatically big epoch-making economical effect can 
be gotten and pollution of air environment by exhaust-gas can be prevented dramatically together. 

(D-5) The combustion temperature in a cylinder of an engine decreases most greatly. 

(D-5-1 ) About the cooling system to change a water cooling system to a air-cooling 
system in a heat engine, 



(a) The cooling system of an engine may be converted into air-cooling formula from water-cooled formula because the 
combustion temperature of a cylinder decreases greatly. 

(b) Therefore, combustion efficiency can be increased dramatically by converting the water-cooled loss into an air-cooling 
loss in a "Calorific balance" of a heat engine. 

(c) Therefore, an ultra decrease rate of the fuel consumption can be actualized by downsizing an engine and by making 
engine lightened. 

(d) As above, a maximum decrease rate of the fuel consumption can be achieved by a use technology of a "Special 
synthetic magnetic field". 

(D-6) Many know how exist for heat engine and fluid appliance. 

(E)About "Ultimate engine development", The explosive vaporous expansion pressure by the magnetism that was 
generated in the test of "Reference literature 1 " that was already carried out in the (A) is used as motive power of a heat 
engine of the greatest explosive vaporous expansion pressure by the magnetism caused by "Speed control system of the 
fluid". 

The ultimate engine that does not produce carbon dioxide (C02) at all without burning every fuel may be developed. 

(E-1 ) About a necessary condition of development of an ultimate engine, 

(E-1 -1 ) As the first requirement of the development of an ultimate engine, the 
technology and consequence that were confirmed in a running test in 
"Reference literature 1 " must be made to a premise condition. 

(E-1 -2) As the second requirement of the development of an ultimate engine, the 
existing diesel engine that was used in a running test in "Reference 
literature 1 " is used basically except the moiety remodeled. 

(E-1 -3) As the third requirement of the development of an ultimate engine, the new 

unknown explosive vaporous expansion pressure by the magnetism is 
pressure of the same extent in comparison with explosive thermal 
expansion pressure by the conventional combustion. 

(E-1 -4) Please refer to running test in "Reference literature 1 " about below. 

(E-2) The technology and the consequence that has been confirmed with "Reference 
literature 1 " must be Indispensable prerequisite for development of an ultimate 
engine. 

(a) As is stated above, the fact that the new unknown explosive vaporous expansion pressure by the magnetism 
attaining to 20% of explosive thermal expansion pressure by conventional combustion already has been generated surely 
in the running test of the car in strict public specialized agencies of "Reference literature 1 " can confide. 

(b) The fact that magnitude of the new unknown explosive vaporous expansion 
pressure by the magnetism is equivalent to expansion pressure so strong that reaches 
1 0%~20% of the explosive thermal expansion pressure caused by conventional 
combustion of fuel oil, has been already proved in running test of "Reference literature 
1". 

(c) Therefore, development of an ultimate engine to use only the new unknown explosive vaporous expansion pressure 
by the magnetism without burning fuel oil in running test of "Reference literature 1 " is possible basically. 



(E-3) In an inhalation process of air of an engine, the introduction of air to a cylinder 
always is interrupted . 

(a) Therefore, because introduction of air in inhalation process of an engine is 
prevented, occurrence of the explosive thermal expansion pressure caused by 
conventional combustion is prevented necessarily. 

(b) Further, because the explosive thermal expansion pressure caused by conventional combustion is prevented, a water- 
cooled loss (25%) and exhaust heat loss (35%) in a "Calorific balance" of diesel engine are extinguished necessarily. 

(c) Therefore, necessarily an ultimate engine becomes diesel engine without 
generating heat by conventional combustion with the simple motive power having only 
mechanical loss (10% ~1 5%). 

(E-4) The diesel engine that was used in "Reference literature 1 " is remodeled into 
two cycle diesel engine in particular. 

(a) In addition, because the inhalation process and compression process in the 

existing diesel engine of 4 cycles become unnecessary, the existing heat engine is remolded to a diesel engine of 2 cycles 
necessarily. 

(E-5) Furthermore, the injection nozzle is remodeled into the nozzle that a large 
quantity of fuel oil can jet. 

(a) Therefore, because injection quantity of fuel oil to a cylinder can be increased 
greatly, it is possible clearly that the new unknown explosive vaporous expansion 
pressure by the magnetism can be increased in a cylinder greatly. 

(b) The fuel injection system which has bigger nozzle hole more than conventional 
nozzle hole must be used to avoid a "Upper dead point" and a "Bottom dead point" of 
a piston particularly. 

(c) Injection quantity of fuel oil to a cylinder of an ultimate engine in explosive process, does not be restricted within the 
quantity of fuel oil being able to burn out in a cylinder. 

(d) Because only the new unknown explosive vaporous expansion pressure by the magnetism in a cylinder is produced, 
time in generation of the explosive expansion pressure by the magnetism is shortened remarkably. 

(e) Because the quantity of injection of fuel oil that is several times as big as conventional quantity of injection occurs, 
the new unknown explosive vaporous expansion pressure by the magnetism in ultimate engine becomes to several times 
as big as conventional new unknown explosive vaporous expansion pressure by the magnetism. 

(f) Therefore, because motive power of an ultimate engine may become the state being equivalent to conventional 
motive power of heat engine, development of ultimate engine is possible. 

(g) In other words, it is possible that automobile by the new unknown explosive vaporization expansion pressure by the 
magnetism not only can drive on the road but also can drive load such as generators. 

(E-6) The fuel oil is used to only circulating medium of a input energy without 
burning in a cylinder of an engine. 

(a) Fuel oil is circulated and used as only an energy medium of input energy in an ultimate engine, and as a result 
necessarily exhaust pipe becomes unnecessary. 

(E-7) If the fuel oil of the conventional engine is used as a circulation medium of the ultimate engine basically, it can be 
expected that the fuel oil can be replaced with the safe liquid Freon which does not have any fear of a fire as a circulation 
medium. 



(a) It is the most important technical fundamentals of "Development of an ultimate engine" that the biggest explosive 
vaporous expansion pressure by the magnetism is produced about fuel oil to be used to a heat engine. 

(F) About a "quotation literature" 
A "Speed control system in the fluid" : A patent literature 

The details of a "Speed control system of the fluid" will be explained n my home page in the future. URL: http://www. 
vaporization-energy.com/ 

A "Reference literature 1 " : Technology of "Special synthetic magnetic field" : chapter 1 

A "References literature 2" : Technology of "Special synthetic magnetic field" : the section 25 in chapter 3-2 

A "References literature 3" : "Technology of "Special synthetic magnetic field" : the section 24 in chapter 3-2 
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